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1. Rokasgrāmatas (vadlīniju) mērķis
Ceturtās dzelzceļa tiesību aktu pakotnes stāšanās spēkā Eiropas Savienībā (turpmāk – ES) ieviesa jaunu pieeju dzelzceļa ritekļu atļauju laišanai tirgū piešķiršanas procesam. Jaunā pieeja galvenokārt ir saistīta ar jaunu uzdevumu un pienākumu sadalījumu starp Eiropas Savienības Dzelzceļu aģentūru (turpmāk – ERA) un atsevišķām valstu drošības iestādēm, tostarp Valsts dzelzceļa tehnisko inspekciju (turpmāk – Inspekcija). Juridiskais pamats šai jaunajai pieejai dzelzceļa ritekļu atļauju laišanai tirgū piešķiršanas procesā ir Eiropas Parlamenta un Padomes Direktīva (ES) 2016/797 (2016. gada 11. maijs) par dzelzceļa sistēmas savstarpēju izmantojamību Eiropas Savienībā (turpmāk - Direktīva 2016/797), kas Latvijā ir pārņemta ar Dzelzceļa likumu un pakārtotajiem Ministru kabineta noteikumiem, it īpaši Ministru kabineta 2020.gada 9.jūnija noteikumiem Nr. 374 "Dzelzceļa savstarpējās izmantojamības noteikumi" (turpmāk - MK noteikumi Nr. 374).
Dzelzceļa ritekļu atļauju laišanai tirgū piešķiršanas procesā pieteikuma iesniedzējiem ir paredzētas divas iespējas:
− 	saņemt ERA izsniegtu atļauju vai
− 	saņemt Eiropas Savienības dalībvalstu drošības iestāžu, Latvijā - Inspekcijas, izsniegtu atļauju.
Izvēle ir atkarīga no plānotās ritekļa izmantošanas telpas. Ja ritekļa izmantošanas telpa aptver vairāk kā vienu ES dalībvalsti, nepieciešama ERA izsniegta atļauja. Ja ritekļa izmantošanas telpa ir ierobežota tikai ar vienu ES dalībvalsti, pieteikuma iesniedzējam ir iespēja izvēlēties atļaujas izdevējiestādi – ERA vai attiecīgās valsts drošības iestādi, Latvijas gadījumā - Inspekciju.
Šī rokasgrāmata ir izveidota, lai izpildītu pienākumu sniegt valsts pamatnostādnes saistībā ar Komisijas Īstenošanas regulas (ES) 2018/545 (2018. gada 4. aprīlis), ar ko saskaņā ar Eiropas Parlamenta un Padomes Direktīvu (ES) 2016/797 nosaka dzelzceļa ritekļa atļaujas un dzelzceļa ritekļa tipa atļaujas piešķiršanas procesa praktisko kārtību noteikumiem un lai atvieglotu pieteikumu iesniegšanas procesu pieteikumu iesniedzējiem. Rokasgrāmatas mērķis ir nodrošināt pamatu labākai izpratnei par atļauju ritekļu laišanā tirgū saņemšanai piemērojamām Latvijas nacionālajām prasībām (noteikumiem).  
Rokasgrāmata ir adresēta pieteikuma iesniedzējiem, jo īpaši ritošā sastāva ražotājiem, kas plāno laist Latvijas tirgū dzelzceļa ritekļus, kuri paredzēti ekspluatācijai dzelzceļa tīklā. Rokasgrāmata var būt noderīga arī ritekļu pārveidojumu veicējiem (visiem pārveidojumos iesaistītajiem līgumslēdzējiem) un dzelzceļa pārvadātājiem, kas darbojas Latvijā un plāno iegādāties ritošo sastāvu citā ES dalībvalstī.  
Šī rokasgrāmata papildina ERA ir izstrādāto dokumentu – rokasgrāmatu ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums). Šo dokumentu savā darbībā tieši piemēro arī Inspekcija kā ritekļa izmantošanas telpas valsts drošības iestāde gadījumos, kad ERA ir atļaujas piešķīrēja struktūra. Ja pieteikuma iesniedzējs kā atļaujas izdevējiestādi ir izvēlējies Inspekciju, tad Inspekcija pilda gan ritekļa izmantošanas telpas valsts drošības iestādes pienākumus, gan arī šajā ERA dokumentā minētās atļaujas piešķīrējas struktūras pienākumus.
Vadlīnijas neaizstāj ārējos normatīvajos aktos noteiktās prasības un ir palīglīdzeklis normatīvo aktu piemērošanā. Juridiski saistošās tiesību normas ir atrodamas Dzelzceļa likumā, MK noteikumos Nr. 374, Regulā 2018/545 un citos saistītajos Latvijas un ES tiesību aktos.
Papildu informāciju par ritekļu laišanas tirgū procesa īpatnībām skatīt arī ERA sagatavotajās rokasgrāmatās un skaidrojumu rakstos, kuri ir publicēti angļu valodā ERA tīmekļvietnes sadaļā, kura ir paredzēta ritekļu laišanas tirgū pieteikuma iesniedzējiem:
 https://www.era.europa.eu/domains/applicants/applications-vehicle-type-authorisations_en.
Rokasgrāmata neattiecas uz tādu vienību nodošanu ekspluatācijā, uz kurām neattiecas Direktīva 2016/797 (piemēram, 1520 mm sliežu ceļa platuma kravas vagoniem vai pasažieru vagoniem, kas pieder kopīgi ar tādām trešām valstīm izmantotam vagonu kopumam, attiecībā uz kuriem izsniegta atļauja saskaņā ar citu ritekļu atļauju piešķiršanas procedūru). 
[bookmark: _Toc221020627]2. Tiesiskais regulējums
1.tabula. Tiesiskais regulējums un tā saīsinājumi
	Nr.p.k.
	Nosaukums
	Saīsinājums 

	1.
	EIROPAS PARLAMENTA UN PADOMES DIREKTĪVA (ES) 2016/797 (2016. gada 11. maijs) par dzelzceļa sistēmas savstarpēju izmantojamību Eiropas Savienībā
	IOD direktīva vai Direktīva 2016/797

	2.
	EIROPAS PARLAMENTA UN PADOMES REGULA (ES) 2016/796 (2016. gada 11. maijs) par Eiropas Savienības Dzelzceļu aģentūru un ar ko atceļ Regulu (EK) Nr. 881/2004
	ERA regula

	3.
	KOMISIJAS ĪSTENOŠANAS REGULA (ES) 2018/545 (2018. gada 4. aprīlis), ar ko saskaņā ar Eiropas Parlamenta un Padomes Direktīvu (ES) 2016/797 nosaka dzelzceļa ritekļa atļaujas un dzelzceļa ritekļa tipa atļaujas piešķiršanas procesa praktisko kārtību
	Regula par praktisko kārtību vai Regula 2018/545

	4.
	KOMISIJAS ĪSTENOŠANAS REGULA (ES) 2019/250 (2019. gada 12. februāris) par dzelzceļa savstarpējas izmantojamības komponentu un apakšsistēmu "EK" deklarāciju un sertifikātu veidnēm, par paraugu deklarācijai par atbilstību atļautajam dzelzceļa ritekļa tipam un par apakšsistēmu "EK" verifikācijas procedūrām saskaņā ar Eiropas Parlamenta un Padomes Direktīvu (ES) 2016/797, un ar ko atceļ Komisijas Regulu (ES) Nr. 201/2011 
	Regula par deklarācijām

	5.
	KOMISIJAS ĪSTENOŠANAS REGULA (ES) Nr. 402/2013 (2013. gada 30. aprīlis) par kopīgo drošības metodi riska noteikšanai un novērtēšanai un par Regulas (EK) Nr. 352/2009 atcelšanu
	Risku regula

	6.
	DZELZCEĻA LIKUMS
	

	7.
	Ministru kabineta 2020.gada 9.jūnija noteikumi Nr.374 "Dzelzceļa savstarpējās izmantojamības noteikumi"
	MK noteikumi Nr.374

	8.
	ADMINISTRATĪVĀ PROCESA LIKUMS
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2.tabula. Termini, to saīsinājumi un definīcijas
	Termini 
	Saīsinājums, ja ir
	Definīcijas

	Valsts dzelzceļa tehniskā inspekcija
	Inspekcija
	Dzelzceļa likuma 33.panta 1.1 daļā noteiktā Latvijas Republikas valsts drošības iestāde.

	Eiropas Savienības Dzelzceļu aģentūra 
	ERA
	Ar Eiropas Parlamenta un Padomes regulu (ES) 2016/796 (2016. gada 11. maijs) par Eiropas Savienības Dzelzceļu aģentūru un ar ko atceļ Regulu (EK) Nr. 881/2004 izveidota Eiropas Savienības Dzelzceļu aģentūra. 

	Atļaujas piešķīrēja iestāde
	
	Iestāde, kura ir atbildīga par atļaujas ritekļa vai ritekļu tipa laišanai tirgū izsniegšanu. Ja pieteikums atļaujai ir iesniegts tikai Latvijai, atļaujas piešķīrēja iestāde ir Inspekcija. Ja pieteikums atļaujai ir iesniegts vairāk nekā vienas dalībvalsts izmantošanas telpai, atļaujas piešķīrēja iestāde ir ERA.

	Pieteikuma iesniedzējs
	
	Pretendents, kurš iesniedz pieteikumu atļaujai ritekļa vai ritekļu tipa laišanai tirgū. Pretendents var būt jebkura fiziska vai juridiska persona – pārvadātājs, manevru darbu veicējs, infrastruktūras pārvaldītājs vai jebkura cita persona vai tiesību subjekts, piemēram, ražotājs, īpašnieks vai ritekļa turētājs.

	Eiropas Savienības Dzelzceļu aģentūras kontaktpunkts
	OSS
	ES Dzelzceļu aģentūras informācijas un komunikācijas sistēma, kas minēta Regulas (ES) Nr. 2016/796 12. pantā.

	Elektronisko dokumentu pārvaldības sistēma
	Lietvedība
	Inspekcijas izveidotā iekšējo elektronisko dokumentu pārvaldības sistēma.

	Valsts drošības iestāde
	NSA
	Jebkuras ES dalībvalsts nozīmēta valsts drošības iestāde. Latvijā tā ir Inspekcija.

	Savstarpējās izmantojamības tehniskās specifikācijas
	SITS
	Saskaņā ar IOD direktīvu pieņemta specifikācija, kas attiecas uz ikvienu apakšsistēmu vai apakšsistēmas daļu un kā mērķis ir panākt pamatprasību izpildi un nodrošināt ES dzelzceļa sistēmas savstarpēju izmantojamību.

	Ritekļa tips
	
	Tips, ar ko nosaka ritekļa galvenos raksturlielumus, kādi iekļauti attiecīgajā verifikācijas modulī aprakstītajā tipa vai konstrukcijas pārbaudes sertifikātā. Ritekļa tipa atļauju piešķir vienlaicīgi ar pirmā šī ritekļa tipa ritekļa atļauju laist tirgū.

	Ritekļa tipa atļaujas turētājs
	
	Fiziska vai juridiska persona, kas saņēmusi ritekļa tipa atļauju, vai tās tiesību pārņēmējs.

	Galvenie konstrukcijas raksturlielumi
	
	Parametri, ko izmanto, lai identificētu ritekļa tipu, kas norādīts piešķirtajā ritekļa tipa atļaujā un reģistrēts Eiropas atļauto ritekļu tipu reģistrā (“ERATV”).

	Prasību fiksēšana
	
	Prasību apzināšanas, iedalīšanas, īstenošanas un validācijas process, ko pieteikuma iesniedzējs veic, lai nodrošinātu attiecīgo ES un nacionālo prasību izpildi

	Ritekļa konfigurācijas pārvaldība
	
	Sistemātisks organizatorisks, tehnisks un administratīvs process, kas visā ritekļa un/vai ritekļa tipa dzīves ciklā ieviests, lai nodrošinātu, ka ir iedibināta un saglabājas dokumentācijas konsekvence un izmaiņu izsekojamība


[bookmark: _Toc221020629]4. Kopsavilkuma tabula
[bookmark: _Hlk125703507][bookmark: _Hlk125996195]ERA sagatavotās rokasgrāmatas ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums) 0.sadaļā ir iekļauta atļaujas ritekļa un ritekļu tipa laišanai tirgū prasību kopsavilkuma tabula.  
Šajā tabulā sniegts pārskats pa dažādiem praktiskiem gadījumiem, ar ko pieteikuma iesniedzēji var saskarties, un apkopotas to saiknes ar atļaujām, kas minētas Regulā par praktisko kārtību. Tajā ir arī sniegta informācija katrā gadījumā atsevišķi, ka pieteikuma iesniedzējiem ir jāiesniedz atļaujas pieteikums, izmantojot OSS, informācija par veicamajiem uzdevumiem un dokumentiem, kas jāiekļauj pieteikumam pievienotajā dokumentācijā.
Šī kopsavilkuma tabula būtu jāskata kā konsolidēts procesa pārskats un ievads ritekļa atļaujas piešķiršanas praktiskajā kārtībā potenciālajiem pieteikumu iesniedzējiem. Savukārt “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” 4. sadaļā ir norādītas procesu blokshēmas (2.pielikums).
[bookmark: _Toc221020630]5. Ritekļa tips, ritekļa tipa variants un ritekļa tipa versija
Ritekļa tipu var izmantot, lai pārbaudītu un validētu atbilstību piemērojamo tiesību aktu pamatprasībām. Pieteikuma iesniedzējs var izvēlēties savā pieprasījumā, vai riteklim, kuru izmanto ritekļa tipa verifikācijai un validācijai, vajadzīga atļauja ritekļa laišanai tirgū.
Jebkuram riteklim, ko ražo un laiž tirgū un kas atbilst apstiprinātam ritekļa tipam, jāsaņem atļauja laišanai tirgū, pamatojoties uz pieteikuma iesniedzēja iesniegto deklarāciju par atbilstību šim atļautajam ritekļa tipam.
Atsevišķus ritekļus parasti ražo viena un tā paša ritekļa tipa identiskās ritekļa sērijās. Inspekcija un ERA izsniedz atļauju ritekļu sērijai (identisku transportlīdzekļu kopumam), pamatojoties uz pieteikuma iesniedzēja iesniegto ritekļa tipa atbilstības deklarāciju.
Ja ritekļa tips ir atļauts, turpmākos ritekļus ir atļauts laist tirgū, pamatojoties uz atbilstību ritekļa tipam, attiecīgā gadījumā skaidri norādot ritekļa tipa variantu un ritekļa tipa versiju, uzskata, ka visi šī ritekļa tipa ritekļi ir savietojami ar atļauto izmantošanas telpas tīkliem.
Ritekļa tips var ietvert konstrukcijas variantus.
Ritekļa tipa varianti ir dažādi varianti attiecībā uz konstrukciju, uz ko attiecas ritekļa tips (t. i., ja ritekļa tipa atļaujas turētājs vēlas pievienot ritekļa tipa variantu jau atļautam ritekļa tipam, tam jāpiesakās jaunai atļaujai), tādēļ, ja ritekļa tipa konstrukcija tiek mainīta, iekļaujot tajā jaunu variantu, tas joprojām ir viens un tas pats ritekļa tips.
Ritekļa tipa versija ir konfigurācija vai modifikācija, kas rada izmaiņas ritekļa tipa vai ritekļa tipa varianta galvenajos raksturlielumos, nesasniedzot jaunas atļaujas nepieciešamībai noteikto slieksni.
Ritekļa tipa versijas atbilst ritekļa tipa attīstības posmiem laika gaitā, t. i., vienam ritekļa tipam laika gaitā var būt vairākas atšķirīgas versijas. Tātad, ja ritekļa tips tiek nomainīts uz jaunu ritekļa tipa versiju, tas joprojām ir viens un tas pats ritekļa tips. Tas būtu jāpiemēro arī dokumentācijai, kas attiecas uz ritekļa tipu.
Jau atļauta ritekļa tipa izmantošanas telpas paplašināšanu uzskata par jaunu ritekļa tipa versiju vai ritekļa tipa varianta versiju.
[bookmark: _Toc221020631]6. Pieteikuma iesniedzēja atbildība
Pieteikuma iesniedzējs uzņemas atbildību par ritekļa tipu un/vai ritekli kopumā (ritekļa tipi/ritekļi var sastāvēt no vairākām apakšsistēmām), lai nodrošinātu, ka attiecīgās ES un nacionālās prasības ir apzinātas un ievērotas. 
Ja tiek mainīts jau atļauts ritekļa tips un/vai riteklis, jaunās atļaujas pieteikuma iesniedzējs ir atbildīgs par jauno konstrukciju un jauno ritekļa tipu kopumā. Tomēr esošais ritekļa tipa atļaujas turētājs joprojām ir atbildīgs par konstrukcijas nemainītajām daļām, un jaunais pieteikuma iesniedzējs ir atbildīgs par izmaiņām, ko tas ievieš, un saskarnēm ar nemainītajām ritekļa tipa konstrukcijas daļām.
[bookmark: _Toc221020632]7. Ritekļa tipa atļaujas turētāja pienākumi
Ritekļa tipa atļaujas turētājs ir atbildīgs par to, lai izveidotu un uzturētu (visā ritekļa tipa ekspluatācijas laikā) dokumentāciju, kurā iekļauta visa informācija par ritekļa tipa konstrukciju (rasējumi, aprēķini u. c.), ieskaitot ritekļa tipa variantus un ritekļa tipa versijas šim ritekļa tipam.
Jebkuras izmaiņas jau atļautajā ritekļa tipā ritekļa tipa atļaujas turētājam jāapstrādā saskaņā ar Regulu par praktisko kārtību.
Ja maina ritekļa tipu un ja ir jauns pieteikuma iesniedzējs, kas kļūst par ritekļa tipa atļaujas turētāju jaunam ritekļa tipam, pamatojoties uz esošu ritekļa tipu:
· jaunais ritekļa tipa atļaujas turētājs, galvenokārt, ir atbildīgs par jauno konstrukciju un jauno ritekļa tipu kopumā;
· sākotnējais ritekļa tipa atļaujas turētājs joprojām ir atbildīgs par konstrukcijas nemainītajām daļām, un jaunais ritekļa tipa atļaujas turētājs ir atbildīgs par izmaiņām, ko tas ievieš, un saskarnēm ar nemainītajām ritekļa tipa konstrukcijas daļām;
· jaunais ritekļa tipa atļaujas turētājs ir atbildīgs tikai par jaunā ritekļa tipa konfigurācijas pārvaldību.
[bookmark: _Toc221020633]8. Valodas politika
Saziņai izmantojamās valodas izvēles noteikumi būs atšķirīgi gadījumā, ja pieteikumu izskata Inspekcija un tas attiecas tikai uz Latviju, un atšķirīgi situācijā, kad pieteikumu kopīgi izskata ERA, Inspekcija un citu ES dalībvalstu valsts drošības iestādes. 
[bookmark: _Toc24288][bookmark: _Toc221020634]8.1. ERA atļauja
Pieteikuma iesniedzējs pieteikumu un pieteikumam pievienotos dokumentus ERA iesniedz vienā no ES oficiālajām valodām.  
Valstu drošības iestādes, tostarp – Inspekcija, kuru kompetencē ir attiecīgā lietošanas telpa, var pieprasīt pieteikuma iesniedzējam iztulkot to pieteikumam pievienotās dokumentācijas daļu, kas nepieciešama novērtējuma valsts daļai saskaņā ar valsts tiesību aktiem. Latviešu valodas gadījumā tiek piemērotas Valsts valodas likuma prasības, kas paredz latviešu valodas lietošanu. Dokumentācija, ko pievieno pieteikumam par atbilstību Latvijas nacionālajām prasībām, būtu jāsagatavo vai jātulko latviešu valodā, tomēr tehnisko dokumentāciju drīkst iesniegt arī valodā, kura atbilstoši Direktīvas 2016/797 un MK noteikumu Nr.374 prasībām ir izvēlēta dokumentācijas noformēšanai saistībā ar "EK" verifikācijas procedūras norisi. Ja šī valoda nav latviešu valoda, novērtēšanas grupa drīkst pieprasīt šīs dokumentācijas vai tās daļas tulkojumu latviešu valodā. Novērtēšanas grupa nepieprasa tulkojumu, ja dokumentācija ir noformēta angļu valodā. Sarakste un saziņa starp pieteikuma iesniedzēju un novērtēšanas grupu pieteikuma izskatīšanas laikā notiek latviešu valodā. Lai atvieglotu informācijas apmaiņu dokumentu novērtēšanas laikā, novērtēšanas grupa koordinācijas sanāksmes ar pieteikuma iesniedzēju laikā var vienoties arī par papildu valodas (piemēram, angļu valodas) lietošanu.
[bookmark: _Toc221020635][bookmark: _Toc24289]8.2. Inspekcijas atļauja 
Pieteikuma iesniedzējs atbilstoši Valsts valodas likumam pieteikumu iesniedz latviešu valodā. Pieteikumam pievienotos dokumentus iesniedz ES dalībvalsts oficiālajā valodā, kura atbilstoši Direktīvas 2016/797 un MK noteikumu Nr.374 prasībām ir izvēlēta dokumentācijas noformēšanai saistībā ar "EK" verifikācijas procedūras norisi. Ja šī valoda nav latviešu valoda, novērtēšanas grupa drīkst pieprasīt šīs dokumentācijas vai tās daļas tulkojumu latviešu valodā. Novērtēšanas grupa nepieprasa tulkojumu, ja dokumentācija ir noformēta angļu valodā. Sarakste un saziņa starp pieteikuma iesniedzēju un novērtēšanas grupu pieteikuma izskatīšanas laikā notiek latviešu valodā. Lai atvieglotu informācijas apmaiņu dokumentu novērtēšanas laikā, novērtēšanas grupa koordinācijas sanāksmes ar pieteikuma iesniedzēju laikā var vienoties arī par papildu valodas (piemēram, angļu valodas) lietošanu. 
Inspekcija kā iestāde, kas piešķir atļauju, izmanto valsts valodu – latviešu valodu, lai: 
	− 	sagatavotu novērtējuma dokumentāciju saskaņā ar Regulas 2018/545 39. panta 5. punktu; 
− veiktu saraksti ar pieteikuma iesniedzēju, lai noskaidrotu problemātiskos jautājumus vai pieprasītu no pieteikuma iesniedzēja papildu informāciju; 
− sagatavotu galīgā novērtējuma ziņojumu, tostarp dokumentētu lēmuma pamatojumu, saskaņā ar Regulas 2018/545 45. panta 4. un 5. punktu; − ritekļa tipa atļaujas vai ritekļa atļaujas laišanai tirgū piešķiršanai. 
[bookmark: _Toc221020636]9. Saziņas kārtība
Visi atļauju pieteikumi tiek iesniegti, izmantojot vienas pieturas aģentūru (OSS), kas minēta ERA regulā, neatkarīgi no tā, kas būs struktūra, kas piešķirs atļauju (ERA vai Inspekcija).   https://www.era.europa.eu/applicants/applications-vehicle-type-authorisations_en 
Saziņa ar pieteikuma izsniedzēju notiek izmantojot ERA kontaktpunktu (turpmāk- OSS) — informācijas un komunikācijas sistēmu, kas aprakstīta ERA regulas 12. pantā “Vienas pieturas aģentūra”. OSS ir ERA pārvaldīta IT platforma, kas ir pieejama visās ES oficiālajās valodās un ir jāizmanto visu pieteikumu atļaujām ritekļa un ritekļu tipa laišanai iesniegšanai.
OSS ir pieejams: https://oss.era.europa.eu/ 
Saziņa starp Inspekciju un pieteikuma iesniedzēju arī tiek veikta un dokumentēta, izmantojot OSS platformu. Turklāt Inspekcija OSS platformā reģistrē par pieteikuma novērtēšanu atbildīgo ekspertu kontaktinformāciju, lai atvieglotu pieteikuma iesniedzēja saziņu ar viņiem.
OSS ir izveidota, lai reģistrētu novērtēšanas procesa rezultātus un iznākumu, tostarp novērtējuma pamatojumu. Pieteikuma iesniedzējs tajā arī saņem informāciju par visu novērtējuma procesa posmu statusu, novērtējuma iznākumu un lēmumu par atļaujas piešķiršanu vai atteikumu piešķirt šādu atļauju. Tiklīdz attiecīgā iestāde ir apstiprinājusi novērtējumu, pieteikuma iesniedzējs var rūpīgi pārbaudīt novērtējuma rezultātus un iznākumu. Ja novērtējumā ir iesaistītas vairākas NSA, ERA apkopo visu NSA veiktā novērtējuma rezultātus un iznākumu. Pēc tam ar OSS starpniecību pieteikuma iesniedzējam paziņo lēmumu izdot vai neizdot atļauju un tā pamatojumu. 
Ikvienam pieteikuma iesniedzējam ir tiesības jebkurā laikā sagatavot un iesniegt derīgus pieteikumus OSS saskaņā ar piemērojamajiem ES tiesību aktiem, OSS specifikācijām un izmantošanas noteikumiem. Ja ERA darbojas kā atļaujas piešķīrēja iestāde, pieteikumu atļaujas saņemšanai iesniedz ERA, kurai pieteikuma dokumentācija jānosūta Inspekcijai un citām NSA, kas saistītas ar izmantošanas telpu, lai novērtētu nacionālo prasību daļu (tas tiek darīts automātiski, izmantojot OSS).
ERA ir sagatavojusi un publicējusi detalizētus norādījumus par OSS platformas izmantošanu, un tie ir pieejami:
 https://www.era.europa.eu/system/files/2023-02/OSS%20User%20Guide%20for%20Applicants%20-%202023.pdf?t=1767784303
Pieteikumu atļaujas ritekļa vai ritekļu tipa laišanai tirgū saņemšanai, kā arī lēmumus par šādām atļaujām Inspekcija reģistrē arī Inspekcijas Lietvedībā, bet primāra ir pieteikuma reģistrācija un saziņa ar pieteikuma iesniedzēju OSS platformā.
[bookmark: _Toc221020637]10. Nodevas un maksas
Ja izmantošanas telpa atrodas tikai Latvijā un par atļaujas piešķīrēja iestādi ir izvēlēta Inspekcija, netiek piemērotas nodevas un maksas. Inspekcijas izdevumi atļaujas izsniegšanai tiek segti no Inspekcijas budžeta. 
Ja par atļaujas piešķīrēja iestādi ir izvēlēta ERA, maksas un nodevas tiek aprēķinātas saskaņā ar Komisijas 2018. gada 2. maija īstenošanas regulu (ES) 2018/764[footnoteRef:2] . [2:  Komisijas 2018. gada 2. maija īstenošanas regula (ES) 2018/764 par Eiropas Savienības Dzelzceļu aģentūrai maksājamām nodevām un maksām un to maksāšanas nosacījumiem (ar grozījumiem, kuri ir noteikti Komisijas 2021. gada 29. oktobra īstenošanas regulā (ES) 2021/1903, ar ko groza Īstenošanas regulu (ES) 2018/764 par Eiropas Savienības Dzelzceļu aģentūrai maksājamām nodevām un maksām un to maksāšanas nosacījumiem
] 

Detalizētāk ar ERA maksām var iepazīties ERA tīmekļvietnē: https://www.era.europa.eu/domains/applicants/fees-and-charges-payable-agency-and-their-conditions-payment_en.
Ja Inspekcija ir ERA veiktā atļaujas piešķiršanā iesaistīta iestāde par nacionālo prasību izpildes novērtēšanu, Inspekcija piemēro stundas likmi 48,89 eiro saskaņā ar Inspekcijas 15.02.2024. kārtības Nr.1-1/2-12 “Valsts dzelzceļa tehniskās inspekcijas sniegto pakalpojumu Eiropas Savienības Dzelzceļu aģentūrai izcenojumu aprēķināšanas metodika un pakalpojumu uzskaites kārtība” 1.pielikumu. 
[bookmark: _Toc221020638]11. Pārrobežu nolīgumi un pārrobežu stacijas
Lietuva
2021.gada 29.martā Inspekcija ir noslēgusi memorandu ar Lietuvas transporta drošības administrāciju (Lietuvos transporto saugos administracija), kura pilda valsts drošības iestādes funkcijas Lietuvā, par dažiem valsts drošības iestāžu sadarbības uzdevumiem. 2022.gada 24.martā šis memorands tika grozīts. 
Sadarbības memorands ar Lietuvu paredz, ka, ja pieteikuma iesniedzējs, iesniedzot pieteikumu, grib paplašināt izmantošanas telpu līdz tuvākajai stacijai Lietuvā (līdz Rokišķu, Jonišķu, Turmantas vai Mažeiķu stacijām) vai līdz tuvākajai stacijai Latvijā (Kurcuma, Eglaines, Meitenes vai Reņģes stacijām), par šo jautājumu notiek konsultācijas starp Latvijas un Lietuvas par katru pieteikumu atsevišķi.
Tas nozīmē, ka, ja pieteikuma iesniedzējs grib paplašināt savu plānoto izmantošanas telpu Latvijā līdz kādai no pārrobežu stacijām Lietuvā, tas norāda to savā pieteikumā OSS, kurš ir adresēts Inspekcijai vai ERA, paredzot sistēmā iespēju Lietuvas NSA redzēt un vērtēt pieteikumu. Komunikācija par robežstaciju notiek OSS sistēmā izmantojot vispārīgās procedūras (piemēram, Lietuvas NSA var izvirzīt problēmjautājumus, uz kuriem  pieteikuma iesniedzējam ir jāatbild). Analoģiski Inspekcija izskata pieteikuma iesniedzēja iesniegumus attiecībā uz pierobežas staciju Latvijas teritorijā, ja pieteikums OSS ir iesniegts Lietuvas NSA.
Igaunija
2021.gada 19.maijā Inspekcija un Patērētāju tiesību aizsardzības un tehniskās uzraudzības aģentūra (Tarbijakaitse ja Tehnilise Järelevalve Amet), kas pilda NSA pienākumus Igaunijā, noslēdza Pārrobežu līgumu par darbības telpas un izmantošanas telpas paplašināšanu, kurā līguma puses vienojās par to, ka:
· ja pieteikuma iesniedzējs to pieprasa pieteikumā atļaujai ritekļu laišanai tirgū, Inspekcija, kas darbojas kā atļaujas piešķīrēja iestāde, varētu izsniegt atļaujas ritekļiem, kas pārvietojas no Latvijas valsts robežas līdz Valgas stacijai;
· ja pieteikuma iesniedzējs to pieprasa pieteikumā atļaujai ritekļu laišanai tirgū, Inspekcija varētu veikt novērtējumu un sniegt ziņojumu ERA, kas darbojas kā atļaujas piešķīrēja iestāde, par ritekļiem, kas pārvietojas no Latvijas valsts robežas līdz Valgas stacijai.
Tas nozīmē, ka pieteikuma iesniedzējs, kurš vēlas paplašināt savu ritekļu izmantošanas telpu Latvijā līdz Valgas stacijai, var norādīt to savā pieteikumā atļaujas ritekļa vai ritekļa tipa laišanai tirgū, kurš ir adresēts Inspekcijai vai ERA. Šajā gadījumā atsevišķu pieteikuma izvērtēšanu Inspekcija un Igaunijas NSA neveiks. Pārvadātājs pēc pozitīvas novērtēšanas saņems atļauju, kurā tiks norādīta izmantošanas telpa Latvijā, ieskaitot līdz robežstacijai – Valgas stacijai Igaunijā.
[bookmark: _Toc221020639]12.Pieteikuma sagatavošanas, iesniegšanas un izskatīšanas process
[bookmark: _Toc221020640]12.1. Prasību fiksēšana un piemērojamo noteikumu apzināšana
Prasību fiksēšana ir prasību apzināšanas, iedalīšanas, īstenošanas un validācijas process, ko pieteikuma iesniedzējs veic, lai nodrošinātu attiecīgo ES un nacionālo prasību izpildi. Prasību fiksēšanu var integrēt ritekļa izstrādes procesā.
Saskaņā ar vispārējo mērķi pārvaldīt identificētos riskus un samazināt tos līdz pieņemamam līmenim, pieteikuma iesniedzējs pirms pieteikuma iesniegšanas īsteno prasību fiksēšanas procesu, kas nodrošina, ka visas vajadzīgās prasības, kuras attiecas uz ritekļa projektu tā dzīves ciklā, ir:
a) pienācīgi apzinātas;
b) iedalītas pa funkcijām vai apakšsistēmām vai izpildītas ar izmantošanas nosacījumu vai citu ierobežojumu palīdzību; 
c) un īstenotas un apliecinātas.
Pieteikuma iesniedzējs fiksē šādas prasības:
a) apakšsistēmām noteiktās pamatprasības;
b) apakšsistēmu tehniskā savietojamība riteklī;
c) apakšsistēmu droša integrācija riteklī; 
d) ritekļa tehniskā savietojamība ar tīklu izmantošanas telpā.
Detalizētus norādījumus skatīt ERA rokasgrāmatā ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums).
[bookmark: _Toc221020641]12.2. Attiecīgās atļaujas identificēšana
Pieteikuma iesniedzējs nosaka un izvēlas attiecīgo atļauju no šādām iespējām:
a) pirmā atļauja - ritekļa tipa atļauja un/vai atļauja ritekli laist tirgū, ko atļaujas piešķīrēja struktūra piešķir jaunam ritekļa tipam, ietverot tā variantus un/vai versijas, ja ir, un attiecīgā gadījumā pirmajam šā tipa riteklim;
b) atjaunināta ritekļa tipa atļauja - atjauninātā ritekļa tipa atļauja tiek izmantota, ja SITS vai nacionālo prasību izmaiņas ir nepieciešams piemērot ritekļa tipam, lai turpmākie ritekļi, kas atbilst ritekļa tipam, atbilstu mainītajam noteikumam;
c) izmantošanas telpas paplašināšana - ritekļa tipa atļauja un/vai atļauja ritekli laist tirgū, ko ERA atļauju jau saņēmušam ritekļa tipam un/vai riteklim piešķir nolūkā paplašināt izmantošanas telpu bez projekta izmaiņām;
d) jauna atļauja - ritekļa tipa atļauja un/vai atļauja ritekli laist tirgū, ko atļaujas piešķīrēja struktūra piešķir pēc atļauju jau saņēmuša ritekļa un/vai ritekļa tipa izmaiņām;
e) atļauja, kas pamatojas uz atbilstību tipam - atļauja laist tirgū ritekli vai ritekļu sēriju, kas atbilst atļauju jau saņēmušam un derīgam ritekļa tipam, pamatojoties uz deklarāciju par atbilstību minētajam tipam.
[bookmark: _Hlk125709245]Detalizētus norādījumus skatīt ERA rokasgrāmatā ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums).
[bookmark: _Toc221020642]12.3. Pagaidu atļauja ritekļa izmantošanai praktiskām pārbaudēm tīklā
Praktiskas pārbaudes tīklā ir nepieciešamas, lai gūtu pierādījumus par apakšsistēmu atbilstību EK verifikācijas ietvaros. Tāpēc tās ir jāveic, pirms ritekļa tipam ir piešķirta atļauja un/vai ritekli ir atļauts laist tirgū, un pirms ir sagatavots pilnīgs pierādījumu kopums par atbilstību attiecīgajām prasībām.
Praktiskajās pārbaudēs tīklā tiek gūta pārliecība, ka ritekļa izmantošanas riski tiek pārvaldīti, apvienojot:
a) pagaidu atļauju ritekļu izmantošanai praktiskajām pārbaudēm tīklā;
b) pārvadātāju drošības pārvaldības sistēmas piemērošanu;
c) drošības risku novērtējumu saistībā ar ritekļa, kura pilnīga atbilstība pamatprasībām vēl nav apstiprināta, izmantošanu; 
d) praktisko pārbaužu veikšanu tīklā saskaņā ar infrastruktūras pārvaldītāja noteikumiem par tīkla testiem.
Kārtību, kādā tiek izsniegta pagaidu atļauja ritekļa pārbaudēm dzelzceļa infrastruktūrā, ir noteikta MK noteikumos Nr.374. Lai saņemtu pagaidu atļauju ritekļa pārbaudēm dzelzceļa infrastruktūrā, pretendents iesniedz Inspekcijā iesniegumu, kurā norāda ritekļa ražotāju vai modernizācijas veicēju, ritekļa tipa identifikāciju un ritekļa identifikācijas numuru. Iesniegumu var iesniegt vairāku viena tipa ritekļu pārbaudēm.
Iesniegumam pievieno:
· informāciju par ritekļa tehniskajiem parametriem – ritekļa tipa raksturojošie tehniskie parametri;
· informāciju par dzelzceļa tīklu vai tā daļu, kurā ir paredzētas ritekļa pārbaudes – norāda konkrēta sliežu ceļa platuma tīklu, vai pārbaudēm tiks izmantots viss Latvijas dzelzceļa tīkls, vai konkrēta daļa (piemēram, dzelzceļa tīkla elektrificētā daļa), vai konkrēti dzelzceļa tīkla posmi, kā arī norāda pievedceļus, kurus izmantos ritekļa pārbaudēm, un visus dzelzceļa infrastruktūras pārvaldītājus;
· plānoto ritekļa pārbaužu programmu – dokumentu, kurā ir aprakstītas visas nepieciešamās pārbaudes dzelzceļa infrastruktūrā;
· informāciju par plānoto pārbaužu veikšanas laikposmu – norāda konkrētus datumus, no kura stājas spēkā pagaidu atļauja ritekļa pārbaudēm dzelzceļa infrastruktūrā un kad spēku zaudē pagaidu atļauja;
· vienotā drošības sertifikāta vai drošības apliecības turētāja apliecinājumu par to, ka pārbaudes notiks atbilstoši vienotā drošības sertifikāta vai drošības apliecības nosacījumiem – konkrēta vienotā drošības sertifikāta vai drošības apliecības turētāja rakstisks apliecinājums, ka visas pārbaudes dzelzceļa infrastruktūrā notiks atbilstoši drošības pārvaldības sistēmas noteiktām procedūrām;
· neatkarīga novērtētāja ziņojumu par riska novērtēšanas kopīgās drošības metodes piemērošanu saskaņā ar Risku regulu ritekļa pārbaužu veikšanai, kurā ir novērtēta arī saskarņu pārvaldība.
Saskaņā ar Dzelzceļa likuma 33.panta devīto daļu, Inspekcija bez kavēšanās ne vēlāk kā viena mēneša laikā izvērtē iesniegtos dokumentus un nepieciešamības gadījumā pieprasa papildus nepieciešamo informāciju.
Inspekcija, pieņemot lēmumu par pagaidu atļaujas izsniegšanu, izvērtē šādus detalizētus elementus:
· atbilstība SITS;
· starpposma verifikācijas ziņojumus, ja tādi ir;
· derīgas EK atbilstības vai piemērotības lietošanai deklarācijas jebkuram savstarpējas izmantojamības komponentam;
· veiktie izvērtējumi, kas piemērojami pieteikuma par pagaidu atļauju tvērumam, piemēram, konstrukcijas izvērtēšana, tipa testi, kvalitātes vadības sistēmas.
Riska novērtējumam, kas attiecas uz izmaiņām dzelzceļa sistēmā attiecībā uz praktiskām pārbaudēm tīklā, jāaptver ietekme uz drošību, kā arī ritekļa konstrukcijas aspekti, uz kuriem neattiecas tehniskie noteikumi vai kuri vēl nav novērtēti saskaņā ar tehniskajiem noteikumiem (ja tādi ir), lai atļautu drošu ekspluatāciju piedāvātajās praktiskās pārbaudēs tīklā.
Pārvadātājam, kas izmanto ritekļus praktiskām pārbaudēm tīklā, risku pārvaldīšanā jāpiemēro sava drošības pārvaldības sistēma, attiecībā uz darbības plānošanu, aktīvu pārvaldību un saskarnēm. Drošības pārvaldības sistēmā jāiekļauj vispārēji noteikumi par ritekļu izmantošanu praktiskajās pārbaudēs tīklā. Savukārt pārbaužu plānā jāsagatavo konkrētāki procesi un procedūras, kas aptver faktiskās attiecīgajā tīklā veicamās praktiskās pārbaudes. Jāpiemēro Risku regula, lai novērtētu ietekmi, ko rada ritekļa izmantošana praktiskām pārbaudēm tīklā.
Jebkādi atlikušie ekspluatācijas riski, kas rodas, lietojot ritekli praktiskajās pārbaudēs tīklā, būtu jāpārvalda, piemērojot drošības pārvaldības sistēmu, piemēram:
· saskarnes ar infrastruktūras pārvaldītāju;
· mašīnista/mašīnista instruktora izvēle, kas kontrolē vilciena kustību praktisko pārbaužu tīklā laikā;
· citu personu, kurām atļauts būt vilcienā, pienākumiem;
· pasākumus praktisko pārbaužu tīklā uzsākšanai un pabeigšanai, ieskaitot to kā riteklis pārvietosies starp vietu, kur tas novietots stāvēšanai, un pārbaudes veikšanas vietu; 
· ārkārtas pasākumus.
Drošības pārvaldības sistēmā jāietver procesi, kas jāievēro, lai nodrošinātu, ka ir notikusi apspriešanās ar visām iesaistītajām pusēm, kuras var ietekmēt praktiskās pārbaudes tīklā, un ka saskaņotie pasākumi ir efektīvi paziņoti.
Ritekļa praktisko pārbaužu tīklā veikšana nozīmē to, ka ne visi ritekļa aspekti ir pilnībā apzināti, piemēram, bremžu sistēmas veiktspēja vai sakaru efektivitāte starp borta un lauka iekārtām — tādēļ ir nepieciešamas praktiskās pārbaudes tīklā. Drošības pārvaldības procesam, kas ietver riska novērtējumus, jānodrošina strukturēta pieeja tādu risku kontrolei.
Gan pieteikuma iesniedzējam, gan pārvadātājam jāsadarbojas, lai nodrošinātu, ka riska novērtējumā ņem vērā ritekļa inženiertehniskos elementus un ritekļa izmantošanas aspektus praktiskajās pārbaudēs tīklā.
Apdraudējumu apzināšanas pamatā ir prasību fiksēšanas process un noteikumu apzināšana, kas tiek veikta projekta sākumposmā. Apdraudējumus, kurus vēl nekontrolē, piemērojot atbilstību noteikumiem, var pārvaldīt, piemērojot riska pieņemšanas principus.
Veicamo praktisko pārbaužu tīklā plānošanā jānodrošina pietiekama detalizācijas pakāpe un atbilstoši pierādījumi, lai praktiskās pārbaudes tīklā varētu veikt droši un atbilstošā tehniskās savietojamības līmenī.
Veicamo praktisko pārbaužu tīklā plānošanai ir jāaptver vismaz:
· praktisko pārbaužu tīklā aspekti, kas tiek risināti, izmantojot pārvadātāja veicēja drošības pārvaldības sistēmu;
· praktisko pārbaužu aspektus, kas attiecas uz iesaistītajiem dalībniekiem (pārvadātājam — definējot darbības jautājumus, piemēram, ātrumu un pasliktinātus apstākļus, infrastruktūras pārvaldītājam — identificējot visus īpašos infrastruktūras apstākļus, kas nepieciešami, lai veiktu praktiskās pārbaudes tīklā, piemēram, sliedes galviņas stāvoklis, signalizācijas iekārtas, elektriskās vilces piegādes barošanas režīms un pārbrauktuvju slēgšana).
· praktisko pārbaužu secību;
· ritekļa apkopi praktisko pārbaužu laikā; 
· ekspluatācijas dokumentāciju, kas nepieciešama, lai izmantotu ritekli praktiskajām pārbaudēm tīklā, piemēram, mašīnista procedūru rokasgrāmatu.
Inspekcija saskaņā ar Dzelzceļa likuma 33.panta devītās daļas prasībām četru mēnešu laikā pēc tam, kad ir iesniegti visi dokumenti, tai skaitā arī papildus pieprasītie dokumenti, pieņem lēmumu par pagaidu atļaujas piešķiršanu vai nepiešķiršanu ritekļa pārbaudēm dzelzceļa infrastruktūrā.
Lēmumu par pagaidu atļaujas piešķiršanu ritekļa pārbaudēm dzelzceļa infrastruktūrā Inspekcija noformē ar atļauju saskaņā ar MK noteikumu Nr.374 123.punkta prasībām.
Pagaidu atļauja attiecas tikai uz praktiskām pārbaudēm tīklā. Tā var attiekties uz konkrētu praktisko pārbaudi tīklā vai praktisko pārbaužu tīklā sēriju, laika periodu, kurā var veikt praktiskās pārbaudes tīklā, vai citiem aspektiem.
Kad termiņš ir beidzies, pagaidu atļauja vairs nav derīga, un būs nepieciešama jauna pagaidu atļauja ritekļa izmantošanai praktiskām pārbaudēm tīklā, ja būs nepieciešams veikt papildu pārbaudes. Kad praktiskās pārbaudes tīklā ir pabeigtas, pieteikuma iesniedzējam būtu jāpieprasa ritekļa tipa atļauja un/vai atļauja ritekli laist tirgū parastajā kārtībā.
Pagaidu atļauja ritekļa izmantošanai praktiskām pārbaudēm tīklā tiek izsniegta tikai pārbaudēm: tā neļauj izmantot ritekli pasažieru vai kravas pārvadājumiem vai jebkādam citam mērķim, kādam to paredzēts laist tirgū.
[bookmark: _Toc221020643]12.4. Priekšiesaiste
Priekšiesaiste aptver brīvprātīgu visu iepriekšēju oficiālu informācijas apmaiņu starp pieteikuma iesniedzēju un atļaujas piešķīrēju struktūru un attiecīgajām par izmantošanas telpu atbildīgajām NSA. 
Priekšiesaistes darbībām būtu jāatbalsta priekšiesaistes bāzes izveide ritekļa tipa atļaujai un/vai atļaujai ritekli laist tirgū, un jāveicina informācijas apmaiņa par piemērojamām prasībām un par pieteikumam pievienotās dokumentācijas saturu un attīstības līmeni.
Priekšiesaistes posms pieteikuma iesniedzējam nav obligāts (tie var pieprasīt, lai atļaujas piešķīrēja struktūra piedalītos priekšiesaistes procesā, vai arī tie var tieši iesniegt pieteikumu atļaujas saņemšanai).
Detalizētu informāciju skatīt ERA rokasgrāmatā ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums).
[bookmark: _Toc221020644]12.5. Atbilstības novērtēšana
Informāciju skatīt ERA rokasgrāmatā ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums).
[bookmark: _Toc221020645]12.6. Pieteikuma iesniegšana
Detalizētus norādījumus par pieteikuma saturu un iesniedzamajiem pierādījumiem skatīt ERA rokasgrāmatā ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums).
Ja pieteikuma iesniedzējs pieteikumā norāda, ka ir iecerējis izmantošanas telpu līdz robežstacijām Lietuvā un Igaunijā, skat. 11.sadaļu ,,Pārrobežu nolīgumi un pārrobežu stacijas”.
[bookmark: _Toc221020646]12.7. Sākotnējā pārbaude
Informāciju skatīt ERA rokasgrāmatā ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums).
[bookmark: _Toc221020647]12.8. Detalizēts novērtējums
Informāciju skatīt ERA rokasgrāmatā ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums).
[bookmark: _Toc221020648]12.9. Pamatotas šaubas
Informāciju skatīt ERA rokasgrāmatā ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums).
[bookmark: _Toc221020649]12.10. Lēmuma pieņemšana un novērtējuma noslēgums
Informāciju skatīt ERA rokasgrāmatā ERA1209/222 V2.1 “Vadlīnijas ritekļa atļaujas piešķiršanas procesa praktiskajai kārtībai” (1.pielikums).
[bookmark: _Toc221020650][bookmark: _Hlk125446705][bookmark: _Hlk125454577]13. Izmaiņu pārvaldība
[bookmark: _Toc221020651]13.1. Atbildība par atļautā ritekļa tipa izmaiņu pārvaldību 
Atļautā ritekļa tipa izmaiņām būtu jāattiecas uz ritekļa tipa konfigurācijas pārvaldību. Par atļautā ritekļa tipa konfigurācijas pārvaldību atbild ritekļa tipa atļaujas turētājs. Par izmaiņu iedalīšanu kategorijās ir atbildīgs izmaiņu rīkotājs (kas var būt vai nebūt ritekļa tipa atļaujas turētājs). 
Ja izmaiņu rīkotājs nolemj, ka izmaiņas neizraisa IOD 21. panta 12. punktā minēto kritēriju ievērošanu un neievieš novirzi tehniskajā(-os) dokumentā(-os), kas pievienoti EK verifikācijas deklarācijai(-ām), tas uzņemas atbildību tikai par izmaiņu pārvaldību.
Kad struktūra, kas pārvalda izmaiņas: 
· nolemj, ka kritēriji tiek iedarbināti un ir vajadzīga jauna atļauja; 
· konstatē, ka pastāv ietekme uz tehnisko dokumentāciju, kas pievienota EK verifikācijas deklarācijai(-ām); un/vai 
· nav ritekļa tipa atļaujas turētājs; 
tai būtu jāsagatavo Attiecīgās(-o) mobilās(-o) apakšsistēmas(-u) (tostarp nemodificēto daļu) EK verifikācijas deklarācija(-as) un jāiesniedz pieteikums ritekļa tipa atļaujai un/vai ritekļa atļaujai laišanai tirgū. 
Jāatzīmē, ka saskaņā ar IOD 15. panta 5. punktu un IV pielikuma 2.3.3. punktu, Lēmumu 2010/713/ES (piemēram, SB moduļa 8. punkts) un Regulas (ES) 2019/250 6. pantu pieteikuma iesniedzējs par (modificētas) mobilās apakšsistēmas laišanu tirgū ir atbildīgs par: 
· iecelt NoBo un/vai DeBo pārveidoto daļu un saskarņu ar nepārveidotajām daļām EK verificēšanas procedūras veikšanai, ja modifikācija ietekmē atbilstību piemērojamajām SITS un/vai valsts noteikumiem (ja tā notiek, ir vajadzīgs jauns EK sertifikāts); 
· informēt NoBO un/vai Debo, kas veica sākotnējo EK verifikāciju, ja izmaiņas ietekmē jau veiktos atbilstības novērtējumus, un
· 	izlemt, vai modificētajai apakšsistēmai ir vajadzīga jauna EK verifikācijas deklarācija. 
Pieteikuma iesniedzējs (modificētas) mobilās apakšsistēmas laišanai tirgū arī analizē, vai pastāv citi piemērojamie tiesību akti vai prasības, ko ietekmē izmaiņas, un prasa veikt turpmākus novērtējumus. Tāpat atļaujas pieteikuma iesniedzējs saskaņā ar prasību aptveršanas procesu arī nodrošina, ka riteklim un/vai ritekļa tipam nav piemērojamas citas prasības (piemēram, ES tiesību akti), kas būtu jāņem vērā. 
[bookmark: _Toc221020652]13.2. Atļautā ritekļa tipa izmaiņu kategorijas 
[bookmark: _Hlk170216123]Regulas par praktisko kārtību satvarā attiecīgajai atļaujas piešķīrējai vienībai nebūtu jānovērtē izmaiņu rīkotāja pieņemtais lēmums par izmaiņu klasifikāciju, kā arī tam nebūtu jāpiekrīt/nepiekrist tam. Par izmaiņu klasifikāciju vienā no kategorijām, kas aprakstītas regulas 15. panta 1. punktā, ir atbildīgs tiesību subjekts, kas pārvalda izmaiņas. Izņēmums no šā noteikuma ir izmaiņu paziņojumu novērtēšana saskaņā ar Regulas par praktisko kārtību 16. panta 4. punktu, ja attiecīgajai atļaujas piešķīrējai struktūrai ir jānovērtē izmaiņu pareiza kategorizācija. 
Izmaiņas dokumentācijā, kas bija daļa no dokumentācijas, kura pievienota pieteikumam ritekļa tipa atļaujas saņemšanai un kura nav saistīta ar izmaiņām ritekļa tipa konstrukcijā, nebūtu jāuzskata par ritekļa tipa izmaiņām Regulas par praktisko kārtību 15. panta 1. punkta nozīmē. 
13.2.1. Izmaiņas, kas nerada atkāpi no apakšsistēmu EK verifikācijas deklarācijām pievienotās tehniskās dokumentācijas – Regulas par praktisko kārtību 15. panta 1. punkta a) apakšpunkts
Šīs kategorijas izmaiņas neietekmē veiktās verifikācijas un līdz ar to arī konstrukciju vai dokumentāciju, kas ir izsniegtās ritekļa tipa atļaujas pamatā (proti, atļaujas pieteikumam pievienoto dokumentāciju, kurā iekļauta tehniskā dokumentācija, kas pievienota apakšsistēmas EK verifikācijas deklarācijai), tāpēc tā nav jāiekļauj ritekļa tipa konfigurācijas pārvaldībā. Tomēr izmaiņas ir daļa no ritekļa(-u) tehniskās apkopes, un uz tām jāattiecina ritekļa konfigurācijas pārvaldība. 
Izmaiņas ritekļos, kas atļauti saskaņā ar iepriekšējiem režīmiem un uz kuriem neattiecas EK verificēšanas procedūra, līdz ar to uz tām neattiecas "EK Verifikācijas deklarācija", joprojām var klasificēt saskaņā ar Regulas par praktisko kārtību 15. panta 1. punkta a) apakšpunktu, neraugoties uz to, ka šajā gadījumā nebūs pievienotas tehniskās dokumentācijas, ja atbilstības novērtēšanas struktūrai nebūs jāveic jaunas verifikācijas. 
13.2.2 Izmaiņas, kas ievieš atkāpi no EK pievienotās tehniskās dokumentācijas 
Apakšsistēmu verifikācijas deklarācijas, bet tās neietekmē konstrukcijas pamatparametrus un neprasa jaunu atļauju – Regulas par praktisko kārtību 15. panta 1. punkta b) apakšpunkts. 
Attiecībā uz izmaiņām, kas klasificētas saskaņā ar Regulas par praktisko kārtību 15. panta 1. punkta b) apakšpunktu, ja izmaiņu rīkotājs ir ritekļa tipa atļaujas turētājs, nav ne jāpiesakās jaunai atļaujai, ne jāpieprasa versijas izveide ERATV. Tas tāpēc, ka konstrukcijas paraugu (konstrukcijas pamatparametrus) joprojām uzskata par atbilstīgu jau atļautajam tipam, neraugoties uz īpašnieka radītajām izmaiņām.
Tomēr pastāv ietekme uz dokumentāciju, kas ir izdotās ritekļa tipa atļaujas pamatā, tāpēc uz to attiecas ritekļa tipa konfigurācijas pārvaldība. Ritekļa tipa atļaujas turētājs pilda savus juridiskos pienākumus: nodrošināt, ka atļautais ritekļa tips tā darbmūža laikā atbilst pamatprasībai, ka ar tipu saistītā dokumentācija un ar to saistītie dati vienmēr ir atjaunināti. Šie pienākumi starp citiem ietver arī: 
· dokumentēt izmaiņas, veiktos novērtējumus un lēmuma pamatojumu izmaiņu kategorizēšanai (t.i. Risku regulas ietveršana un piemērošana); 
· 	pēc pieprasījuma iesniedz atļaujas piešķīrējai struktūrai ar izmaiņām saistīto dokumentāciju; 
· 	informēt NoBo, kas izsniegusi iepriekšējo sertifikātu.
Šīs kategorijas izmaiņas var ietekmēt apakšsistēmu atbilstību vai atbilstības sertifikātu derīgumu. Atbilstības novērtēšanas struktūras veic nepieciešamās verifikācijas un izsniedz attiecīgos sertifikātus. Šādā gadījumā attiecīgos ERATV ierakstus atjaunina. 
Pieteikuma iesniedzējs mobilo apakšsistēmu laišanai tirgū var izlemt, vai pēc 15. panta 1. punkta b) apakšpunkta izmaiņām mobilajai apakšsistēmai ir vajadzīga jauna EK Verifikācijas deklarācija. NoBo, kas izsniegusi tipa vai konstrukcijas pārbaudes sertifikātu, ir atbildīga par lēmuma pieņemšanu, vai iepriekš izsniegtais sertifikāts paliek spēkā pēc 15. panta 1. punkta b) apakšpunkta izmaiņām. Tomēr, ja atsauces uz sertifikātu un/vai tehnisko dokumentāciju, kas pievienota EK verifikācijas deklarācijai, tiek mainītas, paredzams, ka tiks atjaunināta arī EK verifikācijas deklarācija, jo tajās parasti ir atsauces uz sertifikātu un pievienoto tehnisko dokumentāciju. 
Lūdzu, ņemiet vērā, ka SITS LOC&PAS un SITS WAG dažiem konstrukcijas pamatparametriem ir noteiktas robežvērtības, zem kurām izmaiņas, neraugoties uz to, ka tās ietekmē konstrukcijas pamatīpašības, joprojām var klasificēt saskaņā ar Regulas par praktisko kārtību 15. panta 1. punkta b) apakšpunktu, piemēram: 
· 	Minimālā horizontālās līknes rādiusa palielinājums > 5 m: 15. panta 1. punkta c) apakšpunkta izmaiņas;
· 	Bremzēšanas veiktspējas izmaiņas virs +/- 10%: 15. panta 1. punkta c) apakšpunkta izmaiņas;
· 	Minimālā horizontālās līknes rādiusa palielinājums < 5 m: 15. panta 1. punkta b) apakšpunkta izmaiņas;
· 	Bremzēšanas veiktspējas izmaiņas +/- 10% robežās: 15. panta 1. punkta b) apakšpunkta izmaiņas.

3.tabula. SITS LOC&PAS 17.a tabulas piemēri par izmaiņām bremzēšanas dinamiskajos raksturlielumos, kas klasificējamas kā 15. panta 1. punkta b) apakšpunkts
	1. SITS punkts
	2. Saistīto konstrukciju pamatparametru īpašības
	3. Izmaiņas, kas ietekmē konstrukcijas pamatīpašības un nav klasificētas kā IOD Direktīvas 21. panta 12. punkta a)apakšpunktā
	4. Izmaiņas, kas ietekmē konstrukcijas pamatīpašības un klasificētas kā IOD Direktīvas 21. panta 12. punkta a)apakšpunktā

	4.2.3.6. Minimālais līknes rādiuss
	Minimālā horizontālā līknes rādiusa spēja
	Minimālā horizontālā līknes rādiusa palielināšana par vairāk kā 5 m
	Nepiemēro

	4.2.4.5.5. Bremžu veiktspēja - stāvbremze
	Maksimālais slīpums, kurā vienība ir nekustīga tikai ar stāvbremzi (ja riteklis ir aprīkots ar to)
	Deklarētā maksimālā slīpuma izmaiņas par vairāk nekā 10%
	Nepiemēro


Izmaiņas ritekļos, kas atļauti saskaņā ar iepriekšējiem režīmiem un uz kuriem neattiecas EK verificēšanas procedūra, tādējādi uz tām neattiecas "EK Verifikācijas deklarācija", joprojām var klasificēt saskaņā ar Regulas par praktisko kārtību 15. panta 1. punkta b) apakšpunktu, ja atbilstības novērtēšanas struktūrām ir jāveic verifikācijas (kas varētu ietekmēt tehnisko dokumentāciju, kas pievienota EK Verifikācijas deklarācija, ja tāda būtu), bet tas neietekmē konstrukcijas pamatīpašības. 
13.2.3. Ritekļa tipa konstrukcijas pamatparametru izmaiņas, kurām nav vajadzīga jauna atļauja – Regulas par praktisko kārtību 15. panta 1. punkta c) apakšpunkts 
Šī izmaiņu kategorija ietekmē konstrukcijas pamatparametrus, un tā ietekmē dokumentāciju, kas ir izsniegtās ritekļa tipa atļaujas pamatā. Izmaiņas konstrukcijā neizraisa IOD 21. panta 12. punktā noteiktos kritērijus attiecībā uz to, kad ir vajadzīga jauna atļauja. Uz to attiecas ritekļa tipa konfigurācijas pārvaldība. Jāizveido jauna ritekļa tipa versija vai jauna ritekļa tipa varianta versija. 
13.2.4. Ritekļa tipa maiņa, kuras dēļ nepieciešams jauns – Regulas par praktisko kārtību 15. panta 1. punkta d) apakšpunkts 
Izmaiņas ietekmē IOD 21. panta 12. punktā noteiktos kritērijus attiecībā uz to, kad ir vajadzīga jauna atļauja, skat. 12. sadaļu. Uz to attiecas ritekļa tipa konfigurācijas pārvaldība.
Tas attiecas arī uz ritekļiem, kas saņēmuši atļauju pirms IOD īstenošanas, skat. Regulas par praktisko kārtību 16. apsvērumu. 
[bookmark: _Toc221020653]13.3. Izmaiņas, ko pārvalda tiesību subjekts, kurš nav ritekļa tipa atļaujas turētājs 
Ja tiesību subjekts, kas nav esošās ritekļa tipa atļaujas turētājs, vēlas veikt izmaiņas projektā un/vai dokumentācijā, kas ir par pamatu izdotai ritekļa tipa atļaujai (mainīt b), c) un d) kategoriju vai mainīt (paplašināt) izmantošanas telpu), tā var: 
· lūgt esošo ritekļa tipa atļaujas turētāju pārvaldīt izmaiņas viņu vietā, un tādā gadījumā esošais ritekļa tipa atļaujas turētājs paliek ritekļa tipa atļaujas turētājs; vai 
· pārvaldīt pašas izmaiņas. Šādā gadījumā tiesību subjekts pieprasa atļauju jaunam ritekļa tipam un kļūst par pieteikuma iesniedzēju. Šī struktūra kļūst par jaunā ritekļa tipa atļaujas turētāju un uzņemas atbildību par jaunā ritekļa tipa konfigurācijas pārvaldību kopumā.
Tas nozīmē, ka: 
· Regulas par praktisko kārtību 15. panta 4. punkta darbības jomā neietilpst turpmākas izmaiņas ritekļa tipā, attiecībā uz kuru piešķirta jauna atļauja, jo šādu izmaiņu pārvaldītājs būs arī ritekļa tipa atļaujas turētājs, un 
· jauna atļautā ritekļa tipa turētājs var arī iesniegt pieteikumu atļaujai laist tirgū ritekļus, kas atbilst jaunajam tipam, saskaņā ar Regulas par praktisko kārtību 14. panta 1. punkta e) apakšpunktu gan esošo ritekļu maiņai (lai tie atbilstu jaunajam tipam), gan jaunražotiem ritekļiem. 
Struktūrai, kas pārvalda izmaiņas, būs jānodrošina, ka: 
· ritekļa tipa atļauja ritekļa tipam, uz kuru tas vēlas balstīt savu jauno atļauju, joprojām ir derīga jaunās atļaujas paredzētajā darbības jomā, un 
· tai ir pietiekama informācija (dokumentācija) par ritekļa tipu, lai veiktu izmaiņas, lai jaunais ritekļa tips atbilstu prasībām un lai varētu pārvaldīt jaunā ritekļa tipa konfigurāciju. 
Ritekļa tipa atļaujas turētāja vārdā cits subjekts var veikt izmaiņas ritekļa tipā, ja vien ir noslēgtas nepieciešamās līgumiskās vienošanās, bet ritekļa tipa atļaujas turētājs būs pieteikuma iesniedzējs atļaujas saņemšanai attiecībā uz jauno ritekļa tipu vai ritekļa tipa jauno variantu. Šādā gadījumā jaunās ritekļa tipa atļaujas turētāja loma arī turpmāk tiks piešķirta struktūrai, kurai ir esošā ritekļa tipa atļauja.
4. tabula: Ritekļu tipu izmaiņu un atļaujas gadījumu izmaiņu kopsavilkums
	Izmaiņas
	Uzņēmums, kas pārvalda izmaiņas:

	
	Ritekļa tipa atļaujas turētājs 
	Nav ritekļa tipa atļaujas turētājs 

	Kategorija a) 
	Ritekļa tips netiek mainīts. Nav atļaujas.

	Kategorija b) 
	Ritekļa tips netiek mainīts. 
Nav atļaujas. 
Būtu jāatjaunina tehniskā dokumentācija, ko pievieno EK deklarācijām par apakšsistēmu verifikāciju un ERATV ierakstu. 
Atļaujas piešķīrējai struktūrai un/vai izmantošanas telpas NSA pēc pieprasījuma būtu jādara pieejama informācija
	Uzņēmums, kas pārvalda pārmaiņas, kļūst par pieteikuma iesniedzēju. 
Piesakieties pirmajai atļaujai vai jaunai atļaujai ritekļa tipam (jauns tips). 

	Kategorija c) 
	Pieprasīt jaunas ritekļa tipa versijas vai jaunas ritekļa tipa varianta versijas izveidi. 
Sniedziet attiecīgo informāciju atļaujas piešķīrējai struktūrai. Atļaujas piešķīrēja iestāde reģistrē ritekļa tipa jauno versiju vai ritekļa tipa variants ERATV 
	Uzņēmums, kas pārvalda pārmaiņas, kļūst par pieteikuma iesniedzēju. 
Piesakieties pirmajai atļaujai vai jaunai atļaujai ritekļa tipam (jauns tips). 

	Kategorija d) 
	Piesakieties jaunai atļaujai. (Var izvēlēties pirmo atļauju) 
	Uzņēmums, kas pārvalda pārmaiņas, kļūst par pieteikuma iesniedzēju. 
Piesakieties pirmajai atļaujai vai jaunai atļaujai ritekļa tipam (jauns tips). 


[bookmark: _Toc221020654]13.4. Iespējas izveidot variantus un versijas no ritekļa vai ritekļa tipa
Iespējas izveidot variantus vai versijas ir ierobežotas, jo ir definēti varianti, versija, atļaujas, gadījumi, jauna atļauja un atļaujas gadījums, izmantošanas telpas paplašināšana, kopā ar Regulas par praktisko kārtību 14. panta 2. punkta un 15. panta 4. punkta noteikumiem, kas rada atšķirības atkarībā no tā, vai vienība, kas pārvalda izmaiņas, vai pieteikuma iesniedzējs ir vai nav esošās ritekļa tipa atļaujas turētājs. 
Turpmāk sniegtajā shēmā, ir apkopotas dažādās variantu un versiju izveides iespējas, ņemot vērā arī to, vai izmaiņu rīkotājs ir vai nav ritekļa tipa atļaujas turētājs.
EMC/pieteicējs ir ritekļa tipa turētājs un turētājs izvēlas versiju

[image: ]Izmaiņas
15 (1)(d)
Turpmākas izmaiņas
Jauns
tips
EMC/pieteicējs ir ritekļa tipa turētājs un turētājs izvēlas versiju
EMC ir ritekļa tipa turētājs un turētājs izvēlas variantu
Jauns
tips
15 (1)(c) izmaiņas
Sākotnējā tipa 
varianta versija
15 (1)(c) izmaiņas
EMC/pieteicējs nav ritekļa tipa turētājs vai turētājs izvēlas jaunu tipu
EMC/pieteicējs nav ritekļa tipa turētājs vai turētājs izvēlas jaunu tipu
Sākotnējā tipa
variants
EMC/pieteicējs nav ritekļa tipa turētājs vai turētājs izvēlas jaunu tipu
Sākotnējā tipa
versija
Sākotnējais tips
(vai riteklis)

1. attēls.  Variantu un versiju veidošanas iespējas
[bookmark: _Toc221020655]13.5. Paziņojums par izmaiņām ritekļī (-ļos) saskaņā ar Regulas par praktisko kārtību 16. panta 4. punktu 
Regulas par praktisko kārtību 16. panta 4. punktu piemēro struktūrām, kas pārvalda izmaiņas un kas nav attiecīgā ritekļa tipa atļaujas turētāji. Tas var notikt vai nu tad, ja ritekļa tipa atļaujas nav (piemēram, riteklim atļauja piešķirta pirms Direktīvas 2008/57/EK) vai ja izmaiņu rīkotāja ir organizācija, kas nav ritekļa tipa atļaujas turētājs. Ja izmaiņu rīkotājs ir ritekļa tipa atļaujas turētājs, 16. panta 4. punktu nevar piemērot. 
Gadījumos, kad izmaiņu rīkotājs nav ritekļa tipa atļaujas turētājs, tas izdara izvēli starp:
· Jaunas atļaujas pieprasīšana saskaņā ar 15. panta 4. punktu. Izmaiņu rīkotājs kļūst par jaunā tipa turētāju, kam tiks piešķirta atļauja. Jauno tipu var izmantot, lai vēlāk apstiprinātu attiecīgajam tipam atbilstīgus ritekļus
· Paziņojuma iesniegšana saskaņā ar 16. panta 4. punktu, kas var attiekties uz vairākiem identiskiem ritekļiem. Šajā gadījumā subjekts, kas pārvalda izmaiņas, nekļūst par nekāda tipa turētāju (jo nav jauna tipa, kas būtu jāpilnvaro). Attiecībā uz turpmākiem (identiskiem) ritekļiem izmaiņu rīkotājs var iesniegt jaunus paziņojumus.
Tiesiskais regulējums nenosaka nekādus ierobežojumus ne attiecībā uz to ritekļu skaitu, uz kuriem attiecas paziņojums, ne arī attiecībā uz paziņojumu skaitu, ko var iesniegt (piemēram, lai aptvertu visu identisko ritekļu parku).
Tādu izmaiņu gadījumā, kas klasificētas saskaņā ar Regulas par praktisko kārtību 15. panta 1. punkta c) apakšpunktu, ja izmaiņu rīkotājs nav ritekļa tipa atļaujas turētājs, nav iespējams pieprasīt versijas izveidi ERATV saskaņā ar 15. panta 3. punktu. Izmaiņu rīkotājs izvēlas starp jaunu atļauju vai paziņojumu, kā aprakstīts iepriekš.
Paziņojumi par izmaiņām ritekļos saskaņā ar Regulas par praktisko kārtību 16. panta 4. punktu izmaiņu rīkotājam būtu jānosūta atļaujas piešķīrējai struktūrai, uz kuru tas attiektos gadījumā, ja būtu nepieciešams pieteikums atļaujas saņemšanai. Ja paziņojums ir jāadresē Aģentūrai, kas darbojas kā atļaujas piešķīrēja struktūra, paziņojuma iesniegšanas process ir aprakstīts Aģentūras tīmekļa vietnē: https://www.era.europa.eu/can-we-help-you/faq/292_en#948
Ja paziņojums tiek adresēts Inspekcijai, kas darbojas kā piešķīrēja struktūra, izmaiņu rīkotājam paziņojums uz Inspekciju jānosūt pa e-pastu (pasts@vdzti.gov.lv) vai e-adresē.
Ja Inspekcija kā atļaujas piešķīrēja struktūra ir saņēmusi paziņojumu, tā pārbauda šādus aspektus:
· Izmaiņu rīkotājs norādījis pareizu SITS un citus piemērojamos Savienības tiesību aktus
· Izvēlētajām atbilstības izvērtēšanas struktūrām attiecīgā gadījumā ir atbilstoša akreditācija vai atzīšana.
· SITS nepiemērošana saskaņā ar IOD 7. panta noteikumiem.
· Prasību fiksēšanai izmantotā metodika.
· Pietiekami pierādījumi, ko dod prasību fiksēšanai izmantotā metodika.
· EK verifikācijas deklarāciju un EK sertifikātu (IOD 15. pants) pārbaude.
· Atbilstības izvērtēšanas struktūru ziņojumu (IOD 15. pants) pārbaude.
· Sākotnējās ritekļa atļaujas un ritekļa tipa atļaujas derīgums.
· Paziņojumā minētie ritekļa izmantošanas nosacījumi un citi ierobežojumi ir saderīgi ar riteklī ieviestajām izmaiņām, spēkā esošajiem izmantošanas nosacījumiem un citiem ierobežojumiem, EK verifikācijas deklarācijā(-ās) un EK sertifikātā(-os) aprakstītajiem izmantošanas nosacījumiem un citiem ierobežojumiem, kā arī prasību fiksēšanas pierādījumiem.
· Izmaiņas salīdzinājumā ar atļauto ritekli un ritekļa tipu ir pietiekamā apjomā aprakstītas. 
· Izmaiņu rīkotājs nav ritekļa tipa atļaujas turētājs.
· Izmaiņu rīkotāja veiktā klasifikācija saskaņā ar 15. panta 1. punkta b) vai c) apakšpunktu ir pareiza (izmaiņas neizraisa IOD 21. panta 12. punktā minētos kritērijus), un tāpēc nav nepieciešama jauna atļauja.
[bookmark: _Toc221020656]13.6. Ritekļa atbilstības nodrošināšana citai ritekļa tipa versijai (izveidota pēc 15. panta 1. punkta c) apakšpunkta maiņas)  
Ņemot vērā to, ka izmaiņas, kas klasificētas saskaņā ar Regulas par praktisko kārtību 15. panta 1. punkta c) apakšpunktu, nerada vajadzību pēc jaunas atļaujas, bet gan nepieciešamību publicēt versiju ERATV (saskaņā ar Regulas par praktisko kārtību 15. panta 3. punktu), esošajiem ritekļiem, kas atbilst sākotnējam tipam un kas ir modificēti, lai tie atbilstu tipa versijai, nav vajadzīga jauna atļauja laišanai tirgū atbilstība versijai. Turētājs atjaunina reģistrāciju Eiropas ritekļu reģistru, lai izdarītu atsauci uz jaunizveidoto versiju (nevis uz sākotnējo tipu).
Tomēr ritekļiem, kas no jauna uzbūvēti atbilstīgi ritekļa tipa/varianta versijas versijai, ir jāsaņem atļauja laišanai tirgū saskaņā ar Regulas par praktisko kārtību 14. panta 1. punkta e) apakšpunktu.
[bookmark: _Toc221020657]13.7. Ritekļa atbilstības nodrošināšana citam ritekļa tipa variantam
Ņemot vērā to, ka izmaiņas atļautā riteklī, kas klasificētas saskaņā ar Regulas par praktisko kārtību 15. panta 1. punkta d) apakšpunktu, rada nepieciešamību pēc jaunas atļaujas, pārvietojamus ritekļus starp dažādiem ritekļa tipiem (t. i., veicot nepieciešamās izmaiņas ritekļos, lai tie atbilstu citam tipam) un/vai dažādu tipu variantus nevar pārvaldīt, izmantojot Regulas par praktisko kārtību 14. panta 1. punkta e) apakšpunktā minēto atļaujas gadījumu. 
Tomēr, ņemot vērā izmaiņas, kas ritekļos veiktas, lai panāktu to atbilstību jau atļautam tā ritekļa tipa variantam, kuram tie iepriekš atbilda, būs jāizdod jauna deklarācija par atbilstību ritekļa tipa variantam un pieteikums atļaujas saņemšanai laišanai tirgū atbilstīgi ritekļa tipa variantam.  
[bookmark: _Toc221020658]13.8. Izmaiņas ritekļos, kas iedalīti kategorijās saskaņā ar Regulas par praktisko kārtību 15. panta 1. punkta b) apakšpunktu, ja izmaiņu rīkotājs ir arī ritekļa tipa atļaujas turētājs
Ja izmaiņu pārvaldības struktūra, kas ir arī ritekļa tipa atļaujas turētājs, klasificē izmaiņas saskaņā ar Regulas par praktisko kārtību 15. panta 1. punkta b) apakšpunktu, nav nepieciešams iesaistīt atļaujas piešķīrēju struktūru vai atjaunināt Eiropas ritekļu reģistru. Izmaiņas var īstenot bez turpmākām darbībām. Tomēr turētājs joprojām ir atbildīgs par ritekļu konfigurācijas pārvaldības nodrošināšanu. 
[bookmark: _Toc221020659]13.9. Piemērs paziņojuma veikšanai atbilstoši Regulas 16.panta 4.punktam
Latvijā izmantojama tipa lokomotīve, kura tika uzbūvēta pirms 1991.gada un kura ekspluatēta ES dalībvalstīs (piemēram, Lietuvā vai Igaunijā).
Nosacījumi: 
· Izmaiņu rīkotājs nav ritekļu tipa turētājs, bet ritekļa turētājs, kas pārvalda izmaiņas;
· Izmaiņas tiek veiktas riteklim (nevis ritekļu tipam);
· Lokomotīve ir uzbūvēta un laista ekspluatācijā pirms 1991.gada;
· Lokomotīves tips ir iekļauts atļauto ritošā sastāva tipu sarakstā, ko izveidoja un nopublicēja Inspekcija saskaņā ar 28.12.2010.Ministru kabineta noteikumu Nr.1211 “Noteikumi par ritošā sastāva būvi, modernizāciju, atjaunošanas remontu, atbilstības novērtēšanu un pieņemšanu ekspluatācijā” 96.punktu;
· Lokomotīve ir atļauta ekspluatācijai Lietuvā/ un vai Igaunijā, proti, ir reģistrēta valsts vai Eiropas ritekļu reģistrā kā darbderīgs riteklis (reģistrēts ar kodu 00).
Šajā gadījumā pretendents var izvēlēties paziņojuma veikšanu Inspekcijai par veiktajām izmaiņām un Inspekcija pieņem lēmumu par nepieciešamību iesniegt jaunas atļaujas pieteikumu. 


Lai to izdarītu ir nepieciešams ievērot 5. tabulā noteikto kārtību.
5.tabula. Piemērs paziņojuma veikšanai
	Nr.p.k.
	Izmaiņu rīkotājs
	Pierādījumi 
	Inspekcija
	Rezultāts

	1.
	Klasificē izmaiņu atbilstoši Regulas par praktisko kārtību 15.panta 1.punktam
	Kā piemēru var izmantot ERA izveidoto pielikumu 



	
	

	2.
	Verificē izmaiņu veikšanas pareizību un prasību fiksēšanu
	AsBo ziņojums atbilstoši Regulas par praktisko kārtību 13.pantam
AsBo ir atzīta vai akreditēta neatkarīga un kompetenta ārēja vai iekšēja persona, organizācija vai struktūra, var darboties kā novērtēšanas iestāde, ja tā atbilst Riska regulas (Regulas 402/2013) II pielikumā noteiktajiem kritērijiem
	
	

	3. 
	Apliecina Riska regulas metodikas izmantošanu
	Izmaiņu rīkotāja deklarācija par prasību fiksēšanas procesa veikšanu atbilstoši Riska regulas 16.pantam. 
	
	

	4. 
	Apliecina, ka riteklis ir būvēts pirms 1991.gada un tam ir tā laika atļauja
	Ritekļa dokumentācija
	
	

	5.
	Apliecina, ka riteklis atbilst vienam no atļautiem tipiem, kuru saraksts ir publicēts Inspekcijas timekļa vietnē.
	NoBo/DeBo sertifikāts par atbilstību tipam;
Debo sertifikāts par CCS apakšsistēmas prasību izpildi (B klases sistēmām).
Ritekļa atbilstības novērtēšanu Latvijas Republikas nacionālajām prasībām var veikt akreditēta nacionālo prasību novērtēšanas institūcija (DeBo). DeBo veic verificēšanu saskaņā ar 16.06.2020. MK noteikumu Nr.374 "Dzelzceļa savstarpējās izmantojamības noteikumi" V nodaļas “Apakšsistēmas un atbilstības novērtēšana” prasībām pēc SF moduļa, lai noteiktu ritekļa atbilstību Latvijas Republikā ekspluatācijai atļautajam tipam un Latvijas Republikā normatīvo aktu, standartu un tehniskās dokumentācijas prasībām, kas ir saistošas šim objektam atbilstības novērtēšanas veikšanas brīdī.
	
	

	6.
	Apliecina, ka izsniegtā atļauja joprojām ir derīga
	Risku novērtēšana, ka riteklim ir spēkā jau izsniegtā atļauja ekspluatācijai (riteklis nebija noņemts no uzskaites, ekspluatācija netika pārtraukta, reģistrācijā valsts vai Eiropas ritekļu reģistrā joprojām ir spēkā).  
	
	

	7.
	Apliecina, ka ritekļa izmaiņa nelabvēlīgi neietekmēs vispārīgo drošības līmeni 
	Drošības risku novērtējums. 
Var iekļaut AsBo prasību fiksēšanas drošības ziņojumā.
	
	

	8.
	Apliecina, ka tika izmantota Riska regulā noteiktā metode
	Deklarācija par drošības risku pārvaldību, atbilstoši Riska regulas 16.pantam.
	
	

	9.
	Sagatavo paziņojumu Inspekcijai, iekļaujot tajā atbilstības tabulu
	Var izmantot šo datni:




	
	

	10.

	Iesniedz Inspekcijā
	
	
	

	11.
	
	
	Izvērtē izmaiņu veikšanas pareizību
	Veic noteikto aspektu novērtējumu atbilstoši šim sarakstam:



	12.
	
	
	4 mēnešu laikā pieņem pamatotu lēmumu kurā nepareizas klasifikācijas vai nepietiekami pamatotas informācijas gadījumā prasa iesniegt atļaujas pieteikumu
	Pamatojoties uz 
-Dzelzceļa likuma 33.panta trešās daļas 1.punktu;
-Regulas 2018/545 16.panta 4.punktu
pieņem lēmumu par nepieciešamību izmaiņu rīkotājam saņemt jaunu atļauju



[bookmark: _Toc221020660]14. Inspekcijas lēmumu pārskatīšanas procedūras
Saskaņā ar Dzelzceļa likuma 34.1 panta devīto daļu, 43.4 panta sesto daļu, 43.5 panta devīto daļu vai 43.8 panta ceturto daļu un Administratīvā procesa likuma 79.panta pirmo daļu Inspekcijas amatpersonu pieņemtos administratīvos aktus (lēmumus) var apstrīdēt rakstveidā viena mēneša laikā no tā spēkā stāšanās dienas, iesniedzot apstrīdēšanas iesniegumu.
Administratīvo aktu (lēmumu) var apstrīdēt šādā kārtībā:
· Inspekcijas vecāko inspektoru vai ekspertu, daļu vadītāju vai direktora vietnieku administratīvos aktus (lēmumus) var apstrīdēt, iesniedzot apstrīdēšanas iesniegumu Inspekcijas direktoram.
· Iesniegumā par administratīvā akta (lēmuma) apstrīdēšanu pieteikuma iesniedzējs norāda: - kuru administratīvo aktu apstrīd;
- kādā apjomā administratīvo aktu apstrīd (visu vai tā daļā) un kā izpaužas administratīvā akta nepareizība;
- lūgumu.
· Iesniegumā par administratīvā akta apstrīdēšanu var pievienot pēc pieteikuma iesniedzēja ieskatiem nepieciešamos pierādījumus.
· Iesniegumā ir obligāti norādāmas ziņas par tā iesniedzēju (fiziskajai personai - vārds un uzvārds, dzīvesvieta un, ja nepieciešams, citas ziņas, kas palīdz sazināties ar iesniedzēju; juridiskajai personai – nosaukums, juridiskā adrese, reģistrācijas numurs, e-adrese). 
· Iesniegumam ir jābūt parakstītam.
Visas šīs prasības ir ievērotas, ja pieteikuma iesniedzējs izmanto pārskata pieprasījuma funkcionalitāti OSS sistēmā. 
Atbildi uz iesniegumu par administratīvā akta (lēmuma) apstrīdēšanu Inspekcija sniegs 2 mēnešu laikā no iesnieguma saņemšanas dienas. Pārskatot lēmumu, Inspekcija rīkojas atbilstoši savam iekšējam reglamentam (strīdu komisija), lai nodrošinātu procesa objektivitāti, tostarp, ciktāl tas ir praktiski iespējams, iesaistot novērtētājus, kuri nepiedalījās pirmajā novērtējumā. Pārskatīšanas procesa laikā ievēro novērtējuma procesa struktūru, bet tajā skata tikai tos jautājumus, kas bija pirmā novērtējuma lēmuma pamatā. Turklāt Inspekcija neveic iesnieguma iesniedzēja revīzijas vai apmeklējumus saistībā ar pārskatīšanas pieprasījumā iekļauto jautājumu sarakstu.
[bookmark: _Toc221020661]15. Inspekcijas lēmumu pārsūdzība
Inspekcijas direktora pieņemto administratīvo aktu (lēmumu) par apstrīdēšanas iesniegumu var pārsūdzēt viena mēneša laikā no tā spēkā stāšanās dienas administratīvajā tiesā Administratīva procesa likumā noteiktajā kārtībā. Administratīvajā tiesā ar pieteikumu var vērsties privātpersona, lai tiesa veiktu kontroli pār Inspekcijas pieņemtā administratīvā akta (lēmuma) tiesiskumu, kas šai privātpersonai individuāli adresēts vai ar kuru šai privātpersonai ir aizskartas vai var tikt aizskartas tiesības vai tiesiskās intereses.
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NOTIFICATION OF CHANGE TO AN ALREADY AUTHORISED VEHICLE 
PURSUANT TO ARTICLE 16(4) OF COMMISSION IMPLEMENTING REGULATION (EU) 2018/545 

This form shall be used by the entity managing the change to submit to the Agency a notification of a change pursuant to article 16(4) of Commission Implementing Regulation (EU) 2018/545 when the Agency would be the authorising entity if the change would require a new authorisation. 

The process to follow to submit a notification is described on the website of the Agency:

https://www.era.europa.eu/can-we-help-you/faq/292_en#faq1195





IMPORTANT

This form is not enough to submit a notification 16(4) to the Authorising Entity. The notification shall be substantiated with additional evidence. Further information about the additional evidence can be found in §4 of the form.







































		[bookmark: _Toc394499708][bookmark: _Toc394500145][bookmark: _Toc394499354]1. General information



		1.1. ERA Notification reference:

		Click here to enter text.



		1.2. Type of notification:

		☐ Single vehicle

☐ Series of vehicles



		1.3. Area of use:

		1.3.1. Member States: Click here to enter text.

1.3.2. Networks (per Member State): Click here to enter text.

1.3.3. Neighbouring stations (when applicable): Click here to enter text.

1.3.4. Whole EU network:    ☐Yes    ☐No



		1.4. Entity managing the change:

		1.4.1. Legal denomination: Click here to enter text.

1.4.2. Name: Click here to enter text.

1.4.3. Acronym: Click here to enter text.

1.4.4. Address: Click here to enter text.

1.4.5. Phone: Click here to enter text.

1.4.6. Email: Click here to enter text.

1.4.7. Website: Click here to enter text.

1.4.8. VAT number: Click here to enter text.

1.4.9. Other information: Click here to enter text.



		1.5. Contact person:

		1.5.1. First name:  Click here to enter text.

1.5.2. Surname: Click here to enter text.

1.5.3. Title or function: Click here to enter text.

1.5.4. Language(s) to be used: Click here to enter text.

1.5.5. Address: Click here to enter text.

1.5.6. Phone: Click here to enter text.

1.5.7. Email: Click here to enter text.



		1.6. Vehicle type authorisation holder (when applicable) 

		1.6.1. Legal denomination: Click here to enter text.

1.6.2. Name: Click here to enter text.

1.6.3. Acronym: Click here to enter text.

1.6.4. Address: Click here to enter text.

1.6.5. Phone: Click here to enter text.

1.6.6. Email: Click here to enter text.

1.6.7. Website: Click here to enter text.

1.6.8. VAT number: Click here to enter text.

1.6.9. Other information: Click here to enter text.










		2. Assessment bodies

Please duplicate rows below as needed (e.g., more than 1 NoBo involved).



		2.1. Notified bodies (mobile subsystems):

		2.1.1. Legal denomination: Click here to enter text.

2.1.2. Name: Click here to enter text.

2.1.3. Notified body ID number (NANDO): Click here to enter text.

2.1.4. Acronym: Click here to enter text.

2.1.5. Address: Click here to enter text.

2.1.6. Phone: Click here to enter text.

2.1.7. Email: Click here to enter text.

2.1.8. Website: Click here to enter text.

2.1.9. Other information: Click here to enter text.



		2.2. Designated bodies:

		2.2.1. Legal denomination: Click here to enter text.

2.2.2. Name: Click here to enter text.

2.2.3. Designated body ID number (RDD): Click here to enter text.

2.2.4. Acronym: Click here to enter text.

2.2.5. Address: Click here to enter text.

2.2.6. Phone: Click here to enter text.

2.2.7. Email: Click here to enter text.

2.2.8. Website: Click here to enter text.

2.2.9. Other information: Click here to enter text.



		2.3. Assessment bodies (CSM RA): 

		2.3.1. Legal denomination: Click here to enter text.

2.3.2. Name: Click here to enter text.

2.3.3. Assessment body EIN number (ERADIS): Click here to enter text.

2.3.4. Acronym: Click here to enter text.

2.3.5. Address: Click here to enter text.

2.3.6. Phone: Click here to enter text.

2.3.7. Email: Click here to enter text.

2.3.8. Website: Click here to enter text.

2.3.9. Other information: Click here to enter text.










		3. Details of the notification 



		3.1. Description of the vehicle type (when applicable):

		3.1.1. Type or variant or version ID: Click here to enter text.

3.1.2. Date of record in ERATV: Click or tap to enter a date.

3.1.3. Type name: Click here to enter text.

3.1.4. Alternative name (when applicable): Click here to enter text.

3.1.5. Category: Click here to enter text.

3.1.6. Subcategory: Click here to enter text.



		3.2. Description of the vehicle (when  there is no vehicle type):

		Click here to enter text.



		3.3.  Identification of the concerned vehicle(s):

		3.3.1. EVN(s)[footnoteRef:1]: Click here to enter text. [1:  More information on EVN (especially the Decision 2007/756/EC) can be found at: https://www.era.europa.eu/registers_en#ecvvr. All the vehicles concerned should be identical between them. Should you wish to submit notifications for different batches of vehicles, please submit independent notifications.] 




		3.4. Brief description of the changes as compared to the authorised vehicle and/or vehicle type: 

		 Click here to enter text.





		3.5. Conditions for use of the vehicle and other restrictions:

		3.5.1. Coded restrictions[footnoteRef:2]: Click here to enter text. [2:  Coded restrictions to be specified according to Annex II of Decision 2011/665/EU (as amended by Regulation (EU) 2019/776) and technical document ERA/TD/2011-09/INT (available in ERA website).] 


3.5.2. Non-coded restrictions: Click here to enter text.



		3.6. Applicable rules for the changes (and interfaces with the unchanged parts):

		3.6.1.  TSIs including the legal reference in the Official Journal of the European Union:

Click here to enter text.

Are the TSIs mentioned above the ones in force?                                    ☐Yes  ☐No

3.6.2.  National rules (when applicable):

Click here to enter text.

Are the national rules mentioned above the ones in force?                    ☐Yes  ☐No

3.6.3.  Non-applications of TSIs according to the provisions of Article 7 of Directive (EU) 2016/797 (when applicable):

Click here to enter text.

3.6.4.  Other EU law (when applicable):

Click here to enter text.



		3.7 Previous notifications pursuant to Article 16(4) of Regulation (EU) 2018/545

		3.7.1 Is this the first time you submit a 16(4) notification for this vehicle?      ☐Yes  ☐No

3.7.2 IDs of previous notifications: Click here to enter text.

3.7.3 Date of submission of previous notifications: Click here to enter text.

3.7.4 Short description of previous notifications: Click here to enter text.



		3.8. Category of the change pursuant to Article 15(1) of Regulation (EU) 2018/545:

		3.8.1.  Category:                                                                                         ☐ 15(1)(b)      ☐ 15(1)(c) 

3.8.2. Rationale for the classification[footnoteRef:3]: Click here to enter text. [3:  Describe briefly the rational and reasons for arriving to the category for the change pursuant to Article 15(1) of Regulation (EU) 2018/545. The evidence of the categorisation of the change are to be included in the file accompanying the application for authorisation, see point 14.7 of Annex XIV of the VA Guidelines. ] 




		3.9. Article 21(12) of Directive (EU) 2016/797 (see Annexes I & II)

		3.9.1 Applicable rules (TSIs, national rules, other Union law) require                ☐Yes  ☐No

renewal/new authorisation[footnoteRef:4]?:  [4:  Please verify that the applicable rules (TSIs, national rules, other legislation of the union) do not render the type authorisation invalid or require a new authorisation for the change being considered. In particular, if the change concerns CCS, please notice that CCS TSI, as amended by Regulation (EU) 2019/776, requires that all types with an on-board ERTMS with baseline 2 (B2) are renewed.] 


3.9.2 Article 21(12)(b) of Directive (EU) 2016/797 triggered ?                            ☐Yes   ☐No

          (see Annex II)           

3.9.3 Rationale for answer in 3.9.2 [footnoteRef:5]: Click here to enter text. [5:  Please describe the process followed to arrive to the conclusion that the change does not have the potential for impacting safety adversely (before its implementation,  verification and validation). In particular, when the written declaration referred to in 3.10 and Annex I I.1 is different, and this is due to a change in the AsBo report] 


3.9.4 Does the change impact basic design characteristics[footnoteRef:6]?                              ☐Yes   ☐No [6:  Basic Design Characteristics, as described in tables 17a & 17b  of LOC&PAS TSI (Regulation (EU) 1302/2014 , table 11a of WAG TSI (Regulation (EU) 321/2013), table 7.1 of CCS TSI (Regulation (EU) 2016/919) and Article 48(c) of Regulation (EU) 2018/545. ] 


3.9.5 Are the values for the parameters related to basic design                        ☐Yes   ☐No

characteristics impacted below the thresholds set-out in TSIs

         for a new authorisation? (fill in Annex I )



		3.10. Reference to the written declaration by the proposer pursuant to Article 13 of Regulation (EU) 2018/545

		Click here to enter text.



		3.11. Reference(s) to the EC certificate(s) for the mobile subsystems (EC type or design examination certificate(s), QMS approval certificate(s) and EC certificate(s) of verification)

		Click here to enter text.



		3.12 Reference(s) to the EC declaration(s) of verification for the mobile subsystem(s)

		Click here to enter text.



		3.13 Reference(s) to the certificates for national rule(s)

		Click here to enter text.

















		4. Mapping table

Please describe below where each aspect to be assessed is covered in the documentation supporting your notification and uploaded in the dedicated extranet space. 



		ID

		Assessment aspect



		Documentary evidence

Filename(s) and/or document reference(s) with date and version

		Reference

Page, chapter, section, etc.

		Comments



		1

		Non-application(s) of TSI(s) in accordance with the provision of Article 7 of Directive (EU) 2016/797 (when applicable):

		

		

		



		2

		Methodology for the requirements capture:

		

		

		



		3

		Evidence from the methodology used for the requirements capture (safety assessment report and written declaration):

		

		

		



		4

		EC Declaration(s) and EC certificates of verification (subsystems):

		

		

		



		5

		 Certificates for national rules:

		

		

		



		6

		Original vehicle authorisation and/or vehicle type authorisation:

		

		

		



		7

		Description and consistency of the change:

		

		

		



		8

		Categorisation of the change:

		

		

		













Request date:		Click here to enter a date.

Requestor´s e-mail:	Click here to enter text.

Requestor´s signature: 




Annex I: Basic Design Characteristics impacted by the change 

I.1. General basic design characteristics



		Basic design characteristics according to Article 48(1)(c) of Regulation (EU) 2018/545

		Basic design characteristic impacted?



		Area of use of the vehicle

(*) Please notice that If the area of use of the vehicle is extended, it is not possible to register a version in ERATV; an authorisation for the extended area of use is required.

		☐ Yes (*)

☐ No 



		Conditions for use of the vehicle and other restrictions (coded and non-coded restrictions in ERATV)

(**) Please notice that when declaring whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered or not in section 3.9.2 of the form, the impact of changes in the conditions for use and other restrictions (if any) shall be taken into account. If Article 21(12)(b) is triggered because of the change in conditions for use and other restrictions, it is not possible to register a version in ERATV; a new authorisation is required.

		☐ Yes (**)

☐ No



		Reference, pursuant to the provisions of Article 16 of Regulation (EU) No 402/2013, including the document identification and the version, to the written declaration by the proposer referred to in Article 3(11) of Regulation (EU) No 402/2013, covering the vehicle type

(***) If the reference to the risk declaration by the proposer concerning the change is different as compared to the type, and this is not caused by editorial aspects but by the fact that the risk assessment or the assessment report from the assessment body (AsBo) has been changed, please double check how did you arrive to the conclusion that Article 21(12)(b) is triggered (potential impact on safety requiring an update of the risk analysis and AsBo assessment) and provide the necessary description in field 3.9.3

		☐ Yes (***)

☐ No





I.2. Vehicles in the scope of Regulation (EU) 1302/2014 LOC&PAS TSI

I.2.1. Basic design characteristics

Table 17a Regulation (EU) 1302/2014 LOC&PAS TSI

Basic design characteristics related to basic parameters set out in the LOC&PAS TSI

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and not classified as 21(12)(a) of Directive (EU) 2016/797

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.2.2.3 End coupling

		Type of end coupling

		4.9.1 Type of end coupling

		☐ Yes

☐ No

		Change of end coupler type

		N/A



		4.2.2.10 Load conditions and weighed mass

4.2.3.2.1 Axle load parameter

		Design mass in working order

		4.5.2.1 Design mass in working order

		☒ Yes

☐ No

		Change in any of the corresponding basic design characteristics resulting in a change of the line category(ies) the vehicle is compatible with

		N/A



		

		Design mass under normal payload

		4.5.2.2 Design mass under normal payload

		☐ Yes

☐ No

		

		



		

		Design mass under exceptional payload

		4.5.2.3 Design mass under exceptional payload

		☐ Yes

☐ No

		

		



		

		Maximum design speed (km/h)

		4.1.2.1 Maximum design speed

		☐ Yes

☐ No

		

		



		

		Static axle load in working order

		4.5.3.1 Static axle load in working order

		☐ Yes

☐ No

		

		



		

		Static axle load under exceptional payload

		4.5.3.3 Static axle load under exceptional payload

		☐ Yes

☐ No

		

		



		

		Vehicle length

		4.8.1 Vehicle length

		☐ Yes

☐ No

		

		



		

		Static axle load under normal payload

		4.5.3.2 Static axle load under normal payload

		☐ Yes

☐ No

		

		



		

		Position of the axles along the unit (axle spacing)

		4.5.3.4 Position of the axles along the unit (axle spacing)

		☐ Yes

☐ No

		

		



		

		Total vehicle mass (for each vehicle of the unit)

		4.5.5 Total vehicle mass (for each vehicle of the unit)

		☐ Yes

☐ No

		Change in any of the corresponding basic design characteristics resulting in a change of the line category(ies) the vehicle is compatible with

		

Change of more than ± 10 %



		

		Mass per wheel

		4.5.6 Mass per wheel

		☐ Yes

☐ No

		Change in any of the corresponding basic design characteristics resulting in a change of the line category(ies) the vehicle is compatible with or



Change of more than   ±  10 %

		N/A



		4.2.3.1 Gauging

		Reference profile

		4.2.1 Reference profile

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of reference profile the vehicle is conform to



		

		Minimum vertical convex curve radius capability

		4.8.5 Minimum vertical convex curve radius capability

		☐ Yes

☐ No

		Change in minimum vertical convex curve radius capability the vehicle is compatible with of more than 10 %

		N/A



		

		Minimum vertical concave curve radius capability

		4.8.6 Minimum vertical concave curve radius capability

		☐ Yes

☐ No

		Change in minimum vertical concave curve radius capability the vehicle is compatible with of more than 10 %

		N/A



		4.2.3.3.1 Rolling stock characteristics for the compatibility with train detection systems

		Compatibility with train detection systems

		4.14.1 Type of train detection systems for which the vehicle has been designed and assessed

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of declared compatibility with one or more of the three following train detection systems:

· Track circuits

· Axle counters

· Loop equipment



		4.2.3.3.2 Axle bearing condition monitoring

		On-board detection system

		4.9.2 Axle bearing condition monitoring (hot axles box detection)

		☐ Yes

☐ No

		Fitting of detection system on-board

		Removal of declared on- board detection system



		4.2.3.4.  Rolling stock dynamic behaviour

		Combination of maximum speed and maximum cant deficiency for which the vehicle was assessed

		4.6.4 Combination of maximum speed and maximum cant deficiency for which the vehicle was assessed

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Increase in maximum speed of more than 15 km/h or change   of   more   than   ± 10 % in maximum admissible cant deficiency



		

		Rail inclination

		4.6.5 Rail inclination

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of rail inclination(s) the vehicle is conform to (*)



		4.2.3.5.2.1. Mechanical and geometric characteristics of wheelsets

		Wheelset gauge

		4.1.3 Wheel set gauge

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of track gauge the wheelset is compatible with



		4.2.3.5.2.2 Characteristics of wheels

		Minimum required in- service wheel diameter

		4.8.2 Minimum in-service wheel diameter

		☐ Yes

☐ No

		Change of minimum required in-service diameter of more than ± 10 mm

		N/A



		4.2.3.5.2.3 Automatic variable gauge systems

		Wheelset gauge changeover facility

		4.1.11 Wheelset gauge changeover facility

		☐ Yes

☐ No

		Change in the vehicle leading to a change in the changeover facility(ies) the wheelset is compatible with

		Change of track gauge(s) the wheelset is compatible with



		4.2.3.6. Minimum curve radius

		Minimum horizontal curve radius capability

		4.8.4 Minimum horizontal curve radius capability

		☐ Yes

☐ No

		Increase of minimum horizontal curve radius of more than 5 m

		N/A



		4.2.4.5.1 Braking performance - General requirements

		Maximum average deceleration

		4.7.1 Maximum average deceleration

		☐ Yes

☐ No

		Change of more than   ±  10 % on the maximum average brake deceleration

		N/A



		4.2.4.5.2 Braking performance – Emergency braking

		Stopping distance and deceleration profile for each load condition per design maximum speed.

		4.7.5 Emergency brake: Stopping distance and deceleration profile for each load condition per design maximum speed



4.7.6 For general operation: Brake weight percentage (lambda) or Braked mass

		☐ Yes

☐ No

		Change of stopping distance of more than ± 10 %.

Note: Brake weight percentage (also called ‘lambda’ or ‘braked mass percentage’) or braked mass may also be used and can be derived (directly or via stopping distance) from deceleration profiles by a calculation.

The allowed change is the same (± 10 %)

		N/A



		4.2.4.5.3 Braking performance – Service braking

		Stopping distance and maximum deceleration for the load condition ‘design mass under normal payload’ at the design maximum speed 

		4.7.7 Service brake: At maximum service brake: Stopping distance, Maximum deceleration, for the load condition “design mass under normal payload” at the design maximum speed.

		☐ Yes

☐ No

		Change of stopping distance of more than ± 10 %

		N/A



		4.2.4.5.4 Braking performance – Thermal capacity

		Maximum brake thermal energy capacity





or



Thermal capacity in terms of maximum line gradient, associated length, and operating speed

		4.7.2.1.1 Reference case of TSI

		☐ Yes

☐ No

		N/A







Change of maximum gradient, associated length, or operating speed for which the brake system is designed in relation with brake thermal energy capacity

		Change of maximum brake thermal energy >= 10 %

























		

		

		4.7.2.1.2 Speed (if no reference case is indicated)

		☐ Yes

☐ No

		

		



		

		

		4.7.2.1.3 Gradient (if no reference case is indicated)

		☐ Yes

☐ No

		

		



		

		

		4.7.2.1.4 Distance (if no reference case is indicated)

		☐ Yes

☐ No

		

		



		

		

		4.7.2.1.5 Time (if distance is not indicated) (if no reference case is indicated)

		☐ Yes

☐ No

		

		



		

		

		4.7.2.1.6 Maximum brake thermal energy capacity

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		4.2.4.5.5 Braking performance – Parking brake

		Maximum gradient on which the unit is kept immobilized by the parking brake alone (if the vehicle is fitted with it)

		4.7.3.3 Maximum gradient on which the unit is kept immobilized by the parking brake alone (if the vehicle is fitted with it)

		☐ Yes

☐ No

		

Change of declared maximum gradient of more than ± 10 %

		

N/A



		4.2.4.6.2. Wheel slide protection system

		Wheel slide protection system

		4.7.8 Wheel slide protection system

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of WSP function

		

WSP



		4.2.4.8.2 Magnetic track brake

		Magnetic track brake

		4.7.4.2.1 Magnetic track brake fitted

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of magnetic track brake function



		

		Possibility of preventing the use of the magnetic track brake

		4.7.4.2.2 Possibility of preventing the use of the magnetic track brake (only if fitted with magnetic brake)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of the brake control allowing the activation/deactivation of magnetic track brake



		4.2.4.8.3 Eddy current track brake

		Eddy current track brake

		4.7.4.1.1 Eddy current track brake fitted

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of the eddy current track brake function



		

		Possibility of preventing the use of the eddy current track brake

		4.7.4.1.2 Possibility of preventing the use of the eddy current track brake (only if fitted with eddy current track brake)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of the brake control allowing the activation/deactivation of eddy current track brake



		4.2.6.1.1 Temperature

		Temperature range

		4.3.1 Temperature range

		☐ Yes

☐ No

		Change of temperature range (T1, T2, T3)

		N/A



		4.2.6.1.2 Snow, ice and hail

		Snow, ice and hail conditions

		4.3.3 Snow, ice and hail conditions

		☐ Yes

☐ No

		Change of the selected range ‘snow, ice and hail’ (nominal or severe)

		N/A



		4.2.8.2.2 Operation

within range of voltages and frequencies

		Energy supply system (voltage and frequency)

		4.10.1 Energy supply system (voltage and frequency)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of voltage(s)/ frequency(ies) of the energy supply system (AC 25 kV-50 Hz, AC 15 kV-16,7 Hz, DC 3 kV, DC 1,5 kV, DC 750  V,  third rail, others)



		4.2.8.2.3 Regenerative brake with energy to the overhead contact line

		Regenerative brake

		4.7.4.3.1 Regenerative brake fitted

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of regenerative brake function



		

		Possibility of preventing the use of the regenerative brake when fitted

		4.7.4.3.2 Possibility of preventing the use of the regenerative brake (only if fitted with regenerative brake)

		☐ Yes

☐ No

		Fitting/removing the possibility of preventing the use of regenerative brake

		N/A



		4.2.8.2.4 Maximum power and current from the overhead contact line

		Applicable to Electric units with power higher than 2 MW only:



Power or current limitation function

		4.10.14 Electric units equipped with power or current limitation function

		☐ Yes

☐ No

		Power or current limitation function fitted/removed

		N/A



		4.2.8.2.5 Maximum current at standstill for DC systems

		Maximum current at standstill per pantograph for each DC system the vehicle is equipped for

		4.10.4 Maximum current at standstill per pantograph (to be indicated for each DC systems the vehicle is equipped for)

		☐ Yes

☐ No

		Change of the maximum current value by 50 A without exceeding the limit set in the TSI

		N/A



		4.2.8.2.9.1.1 Height of interaction with contact wires (RST level)

		Height of interaction of pantograph with contact wires (over top of rail)

		4.10.5 Height of interaction of pantograph with contact wires (over top of rail) (to be indicated for each energy sup- ply system the vehicle is equipped for)

		☐ Yes

☐ No

		Change of height of interaction allowing/no longer allowing mechanical contact with one of the contact wires at heights above rail level between:

4 800 mm and 6 500 mm

4 500 mm and 6 500 mm

5 550 mm and 6 800 mm

5 600 mm and 6 600 mm

		N/A



		4.2.8.2.9.2 Pantograph head geometry (IC level)

		Pantograph head geometry

		4.10.6 Pantograph head geometry (to be indicated for each energy supply system the vehicle is equipped for)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of pantograph head geometry to or from one of the types defined in clauses 4.2.8.2.9.2.1, 4.2.8.2.9.2.2 or 4.2.8.2.9.2.3



		4.2.8.2.9.4.2 Contact strip material

		Contact strip material

		4.10.10 Material of pantograph contact strip the vehicle may be equipped with (to be indicated for each energy supply system the vehicle is equipped for)

		☐ Yes

☐ No

		New contact strip as per 4.2.8.2.9.4.2(3)

		N/A



		4.2.8.2.9.6 Pantograph contact force and dynamic behaviour

		Mean contact force curve

		4.10.15 Mean contact force

		☐ Yes

☐ No

		Change requiring a new assessment of pantograph dynamic behaviour.

		N/A



		4.2.8.2.9.7 Arrangement of pantographs (RST level)

		Number of pantograph and shortest distance between two pantographs

		4.10.7 Number of pantographs in contact with the overhead contact line (OCL) (to be indicated for each energy supply system the vehicle is equipped for)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Where the spacing of 2 consecutive pantographs in fixed or predefined formations of the assessed unit is reduced by means of removing a vehicle



		

		

		4.10.8 Shortest distance between two pantographs in contact with the OCL (to be indicated for each energy supply system the vehicle is equipped for; to be indicated for single and, if applicable, multiple operation) (only if number of raised pantographs is more than 1)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		4.2.8.2.9.10 Pantograph lowering (RST level)

		Automatic dropping device (ADD)

		4.10.11 Automatic dropping device (ADD) fitted (to be indicated for each energy supply system the vehicle is equipped for)

		☐ Yes

☐ No

		Automatic dropping device (ADD) function fitted/ removed

		N/A



		4.2.10.1. General and categorisation

		Fire safety category

		4.4.1 Fire safety category

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of fire safety category



		4.2.12.2. General documentation -number of units in multiple operation

		Maximum number of trainsets or locomotives coupled together in multiple operation.

		4.1.5 Maximum number of trainsets or locomotives coupled together in multiple operation.

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of maximum allowed number of trainsets or loco motives coupled together in multiple operation



		4.2.12.2. General documentation – number of vehicles in a unit

		For fixed formations only: Vehicles composing the fixed formation

		4.1.12 Number of vehicles composing the fixed formation (for fixed formation only)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change in the number of vehicles composing the fixed formation







Table 17b Regulation (EU) 1302/2014 LOC&PAS TSI.

Basic design characteristics related to basic parameters set out in the PRM TSI

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and not classified as 21(12)(a) of Directive (EU) 2016/797

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU)  2016/797



		4.2.2.11. Step position for vehicle access and egress

		Platform heights for which the vehicle is designed

		4.12.3.1 Platform heights for which the vehicle is designed.

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of platform height the vehicle is compatible with







Table 17c Regulation (EU) 1302/2014 LOC&PAS TSI.

Changes to basic parameters for which compliance with TSI requirements is mandatory for rolling stock not holding an EC type or design examination certificate

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.3.1 Gauging

		Reference profile

		4.2.1 Reference profile

		☐ Yes

☐ No

		Change of reference profile the vehicle is conform to



		4.2.3.3.1 Rolling stock characteristics for the compatibility with train

detection systems

		Compatibility with train detection systems

		4.14.1 Type of train detection systems for which the vehicle has been designed and assessed

		☐ Yes

☐ No

		Change of declared compatibility with one or more of the three following train detection systems:

· Track circuits

· Axle counters

· Loop equipment



		4.2.3.3.2 Axle bearing condition monitoring

		On-board detection system

		4.9.2 Axle bearing condition monitoring (hot axles box detection)

		☐ Yes

☐ No

		Fitting/Removal of declared on-board detection system



		4.2.3.5.2.1. Mechanical and geometric characteristics of wheelsets

		Wheelset gauge

		4.1.3 Wheel set gauge

		☐ Yes

☐ No

		Change of track gauge the wheelset is compatible with



		4.2.3.5.2.3 Automatic variable gauge systems

		Wheelset gauge changeover facility

		4.1.11 Wheelset gauge hangeover facility

		☐ Yes

☐ No

		Change of track gauge(s) the wheelset is compatible with



		4.2.8.2.3 Regenerative brake with energy to the overhead contact line

		Regenerative brake

		4.7.4.3.1 Regenerative brake fitted

		☐ Yes

☐ No

		Fitting/removal of regenerative brake function







Table 17d Regulation (EU) 1302/2014 LOC&PAS TSI.

Changes to basic parameters of the PRM TSI for which compliance with TSI requirements is mandatory for rolling stock not holding an EC type or design examination certificate

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.2.11. Step position for vehicle access and egress

		Platform heights for which the vehicle is designed

		4.12.3.1 Platform heights for which the vehicle is designed

		☐ Yes

☐ No

		Change of platform height the vehicle is compatible with











I.2.2. Aspects to be taken into account when assessing Article 21(12)(b)

I.2.2.1 Changes requiring reassessment of safety requirements

Please notice that Regulation (EU) 1302/2014 LOC&PAS TSI states in section 7.1.2.2 paragraph 4, “Without prejudice of the general safety judgement mandated in article 21(12)(b) of Directive (EU) 2016/797, in case of changes requiring reassessment of the safety requirements set out in clauses 4.2.3.4.2, 4.2.3.5.3, 4.2.4.2.2, 4.2.5.3.5, 4.2.5.5.8 and 4.2.5.5.9, the procedure set out in clause 6.2.3.5 shall be applied. Table 17 sets out when a new authorisation is required.” 

Table 17 Regulation (EU) 1302/2014 LOC&PAS TSI

		Vehicle originally assessed against…



		

		First method of clause 6.2.3.5(3)

		Second method of clause 6.2.3.5(3)

		No CSM on

 RA applied



		Change assessed against…

		First method of clause 6.2.3.5(3)

		No new authorisation required

		Check (1)

		No new authorisation required



		

		Second method of clause 6.2.3.5(3)

		Check (1)

		Check (1)

		Check (1)



		

		No CSM on RA applied

		Not possible

		Not possible

		Not possible





(1) The word ‘Check’ means that the applicant will apply Annex I of the CSM on RA in order to demonstrate that the changed vehicle ensures an equal or higher level of safety. This demonstration shall be independently assessed by an assessment body as defined in CSM on RA. If the body concludes that the new safety assessment demonstrates a lower level of safety or the result is unclear, the applicant shall request an authorization for placing on the market.

The conditions above are linked to Article 21(12)(c) of Directive (EU) 2016/797: particular conditions laid down in the TSIs that trigger a new authorisation. The analysis on whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered or not should be performed independently. In other words, meeting the requirements in clause 7.1.2.2 of LOC&PAS TSI does not automatically mean that Article 21(12)(b) of Directive (EU) 2016/797 is not triggered.

Both aspects shall be taken into account when declaring whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered when answering field 3.9.2 & 3.9.3 of the request form. 



I.2.2.2 Changes requiring a new reliability study

Similarly, paragraph (4a) of section 7.1.2.2 of LOC&PAS TSI states “Without prejudice of the general safety judgement mandated in Article 21(12)(b) of Directive (EU) 2016/797, in case of changes impacting requirements set out in 4.2.4.9, 4.2.9.3.1 and 4.2.10.3.4 which require a new reliability study, a new authorisation for placing in the market shall be required unless the NoBo concludes that the safety-related requirements covered by the reliability study are improved or maintained. The NoBo will consider in its judgement the revised maintenance and operation documentation, where required.”

The conditions above are linked to Article 21(12)(c) of Directive (EU) 2016/797: particular conditions laid down in the TSIs that trigger a new authorisation. The analysis on whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered or not should be performed independently. In other words, meeting the requirements in clause 7.1.2.2 of LOC&PAS TSI does not automatically mean that Article 21(12)(b) of Directive (EU) 2016/797 is not triggered.

Both aspects shall be taken into account when declaring whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered when answering field 3.9.2 & 3.9.3 of the request form. 























I.3. Vehicles in the scope of Regulation (EU) 321/2013 WAG TSI

I.3.1. Basic design characteristics

Table 11a Regulation (EU) 321/2013 WAG TSI

Basic design characteristics related to basic parameters set out in the WAG TSI

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and not classified as 21(12)(a) of Directive (EU) 2016/797

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.2.1.1 End coupling

		Type of end coupling

		4.9.1 Type of end coupling

		☐ Yes

☐ No

		Change of end coupler type

		N/A



		4.2.3.1 Gauging

		Reference profile

		4.2.1 Reference profile

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of reference profile the vehicle is conform to



		

		Minimum vertical convex curve radius capability

		4.8.5 Minimum vertical convex curve radius capability

		☐ Yes

☐ No

		Change in minimum vertical convex curve radius capability the unit is compatible with of more than 10 %

		N/A



		

		Minimum vertical concave curve radius capability

		4.8.6 Minimum vertical concave curve radius capability

		☐ Yes

☐ No

		Change in minimum vertical concave curve radius capability the unit is compatible with of more than 10 %

		N/A



		4.2.3.2. Compatibility with load carrying capacity of lines

		Permissible payload for different line categories

		4.5.1 Permissible payload for different line categories

		☐ Yes

☐ No

		Change of any of the vertical loading characteristics resulting in a change of the line category(ies) the wagon is compatible with

		N/A



		4.2.3.3 Compatibility with train detection systems

		Compatibility with train detection systems

		4.14.1 Type of train detection systems for which the vehicle has been designed and assessed

		☐ Yes

☐ No

(If yes, version not allowed)

		

N/A

		Change of declared compatibility with one or more of the three train detection systems:

· Track circuits

· Axle counters

· Loop equipment



		4.2.3.4 Axle bearing condition monitoring

		On-board detection system

		4.9.2 Axle bearing condition monitoring (hot axles box detection)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/Removal of on-board detection system



		4.2.3.5 Running safety

		Combination of maximum speed and maximum cant deficiency for which the unit was assessed

		4.6.4 Combination of maximum speed and maximum cant deficiency for which the vehicle was assessed

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Increase in maximum speed of more than 15 km/h or change of more than ± 10 % in maximum admissible cant deficiency



		

		Rail inclination

		4.6.5 Rail inclination

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of rail inclination the vehicle is conform to



		4.2.3.6.2 Characteristics of wheelsets

		Wheelset gauge

		4.1.3 Wheel set gauge

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of track gauge the wheelset is compatible with



		4.2.3.6.3 Characteristics of wheels

		Minimum required in-service wheel diameter

		4.8.2 Minimum in-service wheel diameter

		☐ Yes

☐ No

		Change of minimum required in-service diameter of more than 10 mm

		N/A



		4.2.3.6.6 Automatic variable gauge systems

		Wheelset gauge changeover facility

		4.1.11 Wheelset gauge changeover facility

		☐ Yes

☐ No

		Change in the unit leading to a change in the changeover facility(ies) the wheelset is compatible with

		Change of track gauge(s) the wheelset is compatible with



		4.2.4.3.2.1 Service brake

		Stopping distance

		4.7.6 For general operation: brake weight percentage (lambda) or Braked mass



4.7.7 Service brake: At maximum service brake: Stopping distance, Maximum deceleration, for the load condition “design mass under normal payload” at the design maximum speed.

		☐ Yes

☐ No

		Change of stopping distance of more than ± 10 %

Note: Brake weight percentage (also called ‘lambda’ or ‘braked mass percentage’) or braked mass may also be used and can be derived (directly or via stopping distance) from deceleration profiles by a calculation.

The allowed change is the same (± 10 %)

		N/A



		

		Maximum deceleration for the load condition ‘design mass under normal payload’ at the maximum design speed

		4.7.7 Service brake: At maximum service brake: Stopping distance, Maximum deceleration, for the load condition “design mass under normal payload” at the design maximum speed.

		☐ Yes

☐ No

		Change of more than ± 10 % on the maximum average brake deceleration

		N/A



		4.2.4.3.2.2 Parking brake

		Parking brake

		4.7.3.4 Parking brake

		☐ Yes

☐ No

		Parking brake function installed/removed

		

N/A



		4.2.4.3.3 Thermal capacity

		Thermal capacity expressed in terms of

· Speed

· Gradient

· Brake distance

		4.7.2.1.1 Reference case of TSI

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		New reference case declared



		

		

		4.7.2.1.2 Speed (if no reference case is indicated)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		

		

		4.7.2.1.3 Gradient (if no reference case is indicated)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		

		

		4.7.2.1.4 Distance (if no reference case is indicated)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		

		

		4.7.2.1.5 Time (if distance is not indicated) (if no reference case is indicated)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		4.2.4.3.4 Wheel slide protection (WSP)

		Wheel slide protection

		4.7.8 Wheel slide protection system

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of WSP function



		4.2.5 Environmental conditions

		Temperature range

		4.3.1 Temperature range

		☐ Yes

☐ No

		Change of temperature range (T1, T2, T3)

		N/A



		

		Snow, ice and hail conditions

		4.3.3 Snow, ice and hail conditions

		☐ Yes

☐ No

		Change of the selected range ‘snow, ice and hail’ (nominal or severe)

		N/A







Table 11b Regulation (EU) 321/2013 WAG TSI

Changes to basic parameters for which compliance with TSI requirements is mandatory for rollingstock not holding an EC type or design examination certificate

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.3.1 Gauging

		Reference profile

		4.2.1 Reference profile

		☐ Yes

☐ No

		Change of reference profile the vehicle is conform to



		4.2.3.3 Compatibility with train detection system

		Compatibility with train detection systems

		4.14.1 Type of train detection systems for which the vehicle has been designed and assessed

		☐ Yes

☐ No

		Change of declared compatibility with one or more of the three train detection systems:

· Track circuits

· Axle counters

· Loop equipment



		4.2.3.4 Axle bearing condition monitoring

		On-board detection system

		4.9.2 Axle bearing condition monitoring (hot axles box detection)

		☐ Yes

☐ No

		Fitting/Removal of on-board detection system



		4.2.3.6.2 Characteristics of wheelsets

		Wheelset gauge

		4.1.3 Wheel set gauge

		☐ Yes

☐ No

		Change of track gauge the wheelset is compatible with



		4.2.3.6.6 Automatic variable gauge systems

		Wheelset gauge changeover facility

		4.1.11 Wheelset gauge changeover facility

		☐ Yes

☐ No

		Change of track gauge(s) the wheelset is compatible with







I.3.2. Aspects to be taken into account when assessing Article 21(12)(b)

Without prejudice of the general safety judgement mandated in article 21(12)(b) of Directive (EU) 2016/797, in case of changes requiring reassessment of the safety requirements set out in clauses 4.2.4.2 for the brake system, a new authorization for placing on the market will be required unless one of the following conditions are met:

· The brake system fulfils the conditions of C.9 and C.14 of Appendix C after change or,

· Both the original and changed brake systems fulfil the safety requirements set out in clause 4.2.4.2.

The conditions above are linked to Article 21(12)(c) of Directive (EU) 2016/797: particular conditions laid down in the TSIs that trigger a new authorisation. The analysis on whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered or not should be performed independently. In other words, meeting the requirements in clause 7.2.2.2 (and 4.2.4.2) of WAG TSI does not automatically mean that Article 21(12)(b) of Directive (EU) 2016/797 is not triggered.








I.4. Vehicles in the scope of Regulation (EU) 2016/919 CCS TSI

I.4.1. Basic design characteristics 

Table 7.1 Regulation (EU) 2016/919 CCS TSI

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes not impacting the basic design characteristics 15(1)(b) of Regulation (EU) 2018/545

		Changes impacting the basic design characteristic inside acceptable range 15(1)(c) of Regulation (EU) 2018/545

		Changes impacting the basic design characteristic outside acceptable range 15(1)(d) of Regulation (EU) 2018/545



		4.2.2 On-board ETCS functionality

		Set of specification of Annex A

		4.13.1.1 ETCS equipment on-board and the set of specifications from CCS TSI Annex A

		☐ Yes

☐ No

(If yes, version not allowed)

		Not Applicable

		Not Applicable

		Use another Annex A set of specifications



		

		On-board ETCS implementation

		4.13.1.7 ETCS on-board implementation

		☐ Yes

☐ No

(If yes, version not allowed)

		Fulfilling all the conditions in point 7.2.1a.2 (change of realisation)

		Not Applicable

		Not fulfilling all the conditions in point 7.2.1a.2 (Functional change)



		

		Managing information about the completeness of the train

		4.13.1.9 Managing information about the completeness of the train

		☐ Yes

☐ No

		Not Applicable

		Adding or removing train integrity supervision

		Not Applicable



		4.2.17.1 ETCS System Compatibility

		ETCS System Compatibility

		4.13.1.8 ETCS System Compatibility

		☐ Yes

☐ No

		Not Applicable

		Adding or removing ESC statements, after checking by a NoBo

		Not Applicable



		4.2.4 Mobile communication

functions for railways GSM-R

4.2.4.2 Voice and operational communication application

		GSM-R Baseline



		4.13.2.1 GSM-R Radio voice on board and its Baseline

		☐ Yes

☐ No

(If yes, version not allowed)

		Use another Baseline fulfilling all the conditions in point 7.2.1a.3

		Not Applicable

		Use another Baseline not fulfilling all the conditions in point 7.2.1a.3.



		

		Voice and operational communication implementation

		4.13.2.6 Voice and operational communication implementation

		☐ Yes

☐ No

(If yes, version not allowed)

		Fulfilling all the conditions in point 7.2.1a.3 (change of realisation)

		Not Applicable

		Not fulfilling all the conditions in point 7.2.1a.3 (Functional change)



		

		SIM Card support of Group ID 555

		4.13.2.12 Voice SIM Card support of Group ID 555

		☐ Yes

☐ No

		Not Applicable

		Change the SIM Card support of group ID 555

		Not Applicable



		4.2.17.2 Radio System Compatibility

		Radio Voice System

Compatibility

		4.13.2.5 Radio Voice System Compatibility

		☐ Yes

☐ No

		Not Applicable

		Adding or removing

RSC statements, after

checking by a NoBo

		Not Applicable



		4.2.4 Mobile communication

functions for railways GSM-R

4.2.4.3 Data communication applications for ETCS

		GSM-R Baseline

		4.13.2.7 GSM-R Radio Data communication on board and its Baseline

		☐ Yes

☐ No

(If yes, version not allowed)

		Use another Baseline fulfilling all the conditions in point 7.2.1a.3.

		Not Applicable

		Use another Baseline not fulfilling all the conditions in point 7.2.1a.3



		

		Data communication

for ETCS implementation

		4.13.2.9 Data communication application for ETCS implementation

		☐ Yes

☐ No

(If yes, version not allowed)

		Fulfilling all the conditions in point 7.2.1a.3 (change of realisation)

		Not Applicable

		Not fulfilling all the conditions in point 7.2.1a.3 (Functional change)



		4.2.17.2 Radio System Compatibility

		Radio Data System Compatibility

		4.13.2.8 Radio Data System Compatibility

		☐ Yes

☐ No

		Not Applicable

		Adding or removing RSC statements, after checking by a NoBo

		Not Applicable



		4.2.4 Mobile communication functions for railways GSM-R

4.2.4.1 Basic communication function

		IM Card GSM-R Home Network

		4.13.2.10 Voice SIM Card GSM-R Home Network

		☐ Yes

☐ No

		Not Applicable

		Replacement of a TSI compliant GSM-R SIM Card by another TSI compliant GSM-R SIM Card with a different GSM-R Home Network

		Not Applicable



		4.2.6.1 ETCS and Class B train protection

		Class B train protection legacy system

		4.13.2.11 Data SIM Card GSM-R Home Network

		☐ Yes

☐ No

		The requirements for Class B system are the responsibility of the relevant Member State.

		The requirements for Class B system are the responsibility of the relevant Member State.

		Add or remove Class B train protection systems. The requirements for Class B system are the responsibility of the relevant Member State.



		4.2.5.1 Radio communication with the train

		Class B radio legacy system

		4.13.2.3 Class B or other radio systems installed (system and, if applicable, version)

		☐ Yes

☐ No

		The requirements for Class B system are the responsibility of the relevant Member State.

		The requirements for Class B system are the responsibility of the relevant Member State.

		Add or remove Class B radio legacy systems. The requirements for Class B system are the responsibility of the relevant Member State.













[bookmark: _Hlk90973302]I.4.2. Conditions for a change in the on-board ETCS not impacting basic design characteristics

CCS TSI 7.2.1a.2. Conditions for a change in the On-board ETCS functionality that does not impact the basic design characteristics

		Conditions for a change in the On-board ETCS functionality that does not impact the basic design characteristics

		Condition fulfilled?



		1. The target functionality[footnoteRef:7] remains unchanged or is set to the state already expected during the original certification or authorisation [7:  Target functionality refers to the ETCS functionality that has been evaluated in the subsystem EC certificate. The Technical Opinions published by the Agency that correct errors in the TSI are considered to define the functionality state already expected during the original certification or authorisation] 


		☐ Yes

☐ No



		2. The interfaces relevant for safety & technical compatibility remain unchanged or are set to the state already expected during the original certification or authorisation.

		☐ Yes

☐ No



		3. The result of the safety judgement (e.g., safety case according to EN 50126) remains unchanged

		☐ Yes

☐ No



		4. No new safety related application conditions (SRAC) or interoperability constraints have been added due to the change.

		☐ Yes

☐ No



		5. An Assessment Body (CSM RA) as specified in point 3.2.1 has independently assessed the applicant's risk assessment and within it the demonstration that the change does not adversely affect safety. The applicant's demonstration shall include the evidence that the change actually corrects the causes of the initial deviation of the functionality

		☐ Yes

☐ No



		6. The change is performed under a quality management system approved by a notified body (e.g., according to modules CH1, SH1, CD, SD). For other modules (e.g., CF, SF) it shall be justified that the verification performed remains valid[footnoteRef:8] [8:  All activities required for a modification which are performed outside a quality management system approved by a notified body might require additional examinations or tests by the notified body.] 


		☐ Yes

☐ No



		7. The individual configuration management defines a ‘system identifier’ (as defined in 7.2.1a.1.11) and the functional part has not been changed after the change.

		☐ Yes

☐ No



		8. The change shall be part of the configuration management required by Article 5 of Regulation (EU) 2018/545.

		☐ Yes

☐ No





I.4.3. Conditions for a change in the on-board mobile communications functions (EDOR and/or cab radio) not impacting basic design characteristics

CCS TSI 7.2.1a.3. Conditions for a change in the on-board mobile communication

functions for railways that does not impact the basic design characteristics

		Conditions for a change in the on-board mobile communication functions

 for railways that does not impact the basic design characteristics

		Condition fulfilled?



		The target functionality[footnoteRef:9] remains unchanged or is set to the state already expected during the original certification or authorisation. [9:  Target functionality refers to the mobile communication functionality that has been evaluated in the subsystem EC certificate. The Technical Opinions published by the Agency that correct errors in the TSI are considered to define the functionality state already expected during the original certification or authorisation.] 


		☐ Yes

☐ No



		2. The interfaces relevant for technical compatibility remain unchanged or are set to the state already expected during the original certification or authorisation

		☐ Yes

☐ No



		3. The change is performed under a quality management system approved by a notified body (e.g., according to modules CH1, SH1, CD, SD). For other modules (e.g., CF, SF) it shall be justified that the verification performed remains valid [footnoteRef:10] [10:  All activities required for a modification which are performed outside a quality management system approved by a notified body might require additional examinations or tests by the notified body.] 


		☐ Yes

☐ No



		4. The change shall be part of the configuration management required by Article 5 of the Regulation (EU) 2018/545.

		☐ Yes

☐ No
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Paziņojuma satura saraksts.docx
Paziņojuma satura saraksts, kā norādīts Komisijas Īstenošanas regulas (ES) 2018/545 16. panta 4. punktā

(R) nozīmē rekomendētā informācija, ko iesniedz izmaiņu rīkotājs

(F) ir cita informācija, ko izmaiņu rīkotājs var sniegt.

(1) Paziņojuma tips (R):

(a) Viens riteklis; vai

(b) Ritekļu sērija

(2)Izmantošanas telpa (R):

(a) Dalībvalstis

(b) Tīkli (katrā dalībvalstī)

(c) Stacijas ar līdzīgiem tīkla parametriem kaimiņu dalībvalstīs gadījumā, kad šīs stacijas atrodas robežas tuvumā, kā noteikts Direktīvas (ES) 2016/797 21. panta 8. punktā (attiecīgā gadījumā)

(d) Viss ES tīkls

(3)Atļaujas piešķīrēja struktūra, kura jāinformē (R):

(a) Aģentūra; vai

(b) Valsts drošības iestāde dalībvalstī (attiecas tikai uz gadījumu, kad izmantošanas telpa nesniedzas tālāk par vienu dalībvalsti un pieteikuma iesniedzējs to pieprasījis, kā noteikts Direktīvas (ES) 2016/797 21. panta 8. punktā)

(4)Informācija par izmaiņu rīkotāju (R):

(a) Juridiskais nosaukums (R)

(b) Vārds, uzvārds/nosaukums (R)

(c) Akronīms (F)

(d) Pilna pasta adrese (R)

(e) Tālrunis (R)

(f) Fakss (F)

(g) E-pasts (R)

(h) Tīmekļa vietne (F)

(i) PVN maksātāja numurs (F)

(j) Cita būtiska informācija (F)

(5)Informācija par kontaktpersonu (R):

(a) Vārds (R)

(b) Uzvārds (R)

(c) Amats vai pienākumi (R)

(d) Pilna pasta adrese (R)
(e) Tālrunis (R)

(f) Fakss (F)

(g) E-pasts (R)

(h) Izmantojamās valodas: (R)

(6) Esošās ritekļa tipa atļaujas turētājs (attiecīgā gadījumā) (R):

(a) Juridiskais nosaukums (R)

(b) Tipa atļaujas turētāja vārds, uzvārds/nosaukums (R)

(c) Akronīms (F)

(d) Pilna pasta adrese (R)

(e) Tālrunis (R)

(f) Fakss (F)

(g) E-pasts (R)

(h) Tīmekļa vietne (F)

(i) PVN maksātāja numurs (F)

(j) Cita būtiska informācija (F)

(7)Informācija par izvērtēšanas struktūrām (R):

(a) Paziņotā(-ās) struktūra(-as):

(1) Juridiskais nosaukums (R)

(2) Paziņotās struktūras nosaukums (R)

(3) Paziņotās struktūras ID numurs (R)

(4) Akronīms (F)

(5) Pilna pasta adrese (R)

(6) Tālrunis (R)

(7) Fakss (F)

(8) E-pasts (R)

(9) Tīmekļa vietne (F)

(10) PVN maksātāja numurs (F)

(11) Cita būtiska informācija (F)

(b) Izraudzītā(-ās) struktūra(-as):

(1) Juridiskais nosaukums (R)

(2) Izraudzītās struktūras nosaukums (R)

(3) Akronīms (F)

(4) Pilna pasta adrese (R)

(5) Tālrunis (R)

(6) Fakss (F)

(7) E-pasts (R)

(8) Tīmekļa vietne (F)

(9) PVN maksātāja numurs (F)

(10) Cita būtiska informācija (F)

(c) Izvērtēšanas struktūra (CSM RA):

(1) Juridiskais nosaukums (R)

(2) Izvērtēšanas struktūras (CSM RA) nosaukums (R)

(3) Akronīms (F)

(4) Pilna pasta adrese (R)

(5) Tālrunis (R)

(6) Fakss (F)

(7) E-pasts (R)

(8) Tīmekļa vietne (F)

(9) PVN maksātāja numurs (F)

(10) Cita būtiska informācija (F)

(8) Ritekļa tipa apraksts (attiecīgā gadījumā; *norāda saskaņā ar Lēmuma 2011/665/ES II  pielikumu) (R):

(a) Tipa ID*:

(b) Ritekļa tipa versija (attiecīgā gadījumā):

(c) Ritekļa tipa variants (attiecīgā gadījumā):

(d) Ieraksta EARTR datums*:

(e) Tipa nosaukums*

(f) Alternatīvs tipa nosaukums* (attiecīgā gadījumā)

(g) Kategorija*

(h) Apakškategorija*

(9)Informācija par ritekli(-ļiem) (norāda saskaņā ar Lēmumu 2007/756/ES) (R)

(a) EVN numurs(-i)

(10) Izmaiņu apraksts, salīdzinot ar atļauto ritekli un ritekļa tipu (R)

(11) Ritekļa izmantošanas nosacījumi un citi ierobežojumi (norāda saskaņā ar Lēmuma 2011/665/ES II pielikumu) (R):

(a) Kodēti ierobežojumi

(b) Nekodēti ierobežojumi

(12) Piemērojamie noteikumi (R):

(a) SITS, ietverot juridisko atsauci uz Eiropas Savienības Oficiālo Vēstnesi

(b) Konkrēti SITS punkti, kuri attiecas uz izmantošanas telpu, kas aptver visu ES tīklu (attiecīgā gadījumā)

(c) Norāde uz prasību izlasi no jaunākas SITS versijas, salīdzinot ar izvērtēšanai piemērojamo SITS (ietverot atceltās prasības) (attiecīgā gadījumā)

(d) Valsts noteikumi (attiecīgā gadījumā)

(e) SITS nepiemērošana saskaņā ar Direktīvas (ES) 2016/797 7. panta noteikumiem (attiecīgā gadījumā)

(13) Izmaiņu rīkotāja apstiprinājums un paraksts (R)

(14) Pielikumi (R):

14.1 Prasību fiksēšanas procesu apliecinošie pierādījumi saskaņā ar Komisijas Īstenošanas regulas (ES) 2018/545 13. panta 1. punktu.

Ja izmaiņu rīkotājs izmanto Regulas (ES) 402/2013 I pielikumā izklāstīto metodiku, apliecinošie pierādījumi ir Regulas (ES) 402/2013 16. pantā minētā priekšlikuma iesniedzēja (izmaiņu rīkotāja) deklarācija un Regulas (ES) 402/2013 15. pantā minētais novērtējuma ziņojums. Ja tiek izmantota cita metodika, prasītie pierādījumi ir tie, kas vajadzīgi, lai pierādītu, ka šī metodika nodrošina tikpat lielu pārliecību kā Regulas (ES) 402/2013 I pielikumā izklāstītā metodika.

14.2 Atbilstības tabula, kurā norādīts, kur atrodama informācija, kas vajadzīga aspektu izvērtēšanai saskaņā ar XIV pielikumu

14.3 Mobilās(-o) apakšsistēmas(-u) EK verifikācijas deklarācija(-as), ietverot tām pievienoto tehnisko dokumentāciju (Direktīvas (ES) 2016/797 15. pants)

14.4 Pieteikumam pievienotā dokumentācija un lēmums saistībā ar iepriekšējo atļauju vai attiecīgā gadījumā atsauce uz saskaņā ar 46. pantu pieņemto lēmumu un pilnīgu minētajam lēmumam pievienoto dokumentāciju, kas arhivēta vienas pieturas aģentūrā.

14.5 Prasību fiksēšanai izmantotās metodikas specifikācija un attiecīgā gadījumā apraksts.

14.6 Izmaiņu rīkotāja deklarācija, ka neiestājas Direktīvas (ES) 2016/797 21. panta 12. punktā noteiktie kritēriji un ka izmaiņu rīkotāja veiktā klasifikācija saskaņā ar Komisijas Īstenošanas regulas (ES) 2018/545 15. panta 1. punkta b) vai c) apakšpunktu ir pareiza.

14.7 Pierādījumi, ka neiestājas 21. panta 12. punktā noteiktie kritēriji un ka izmaiņu rīkotāja veiktā klasifikācija saskaņā ar Komisijas Īstenošanas regulas (ES) 2018/545 15. panta 1. punkta b) vai c) apakšpunktu ir pareiza.

14.8 Attiecīgie lēmumi par SITS nepiemērošanu saskaņā ar Direktīvas (ES) 2016/797 7. pantu (attiecīgā gadījumā).

14.9 Dokumentāri pierādījumi par ritekļa tehnisko savietojamību ar tīklu izmantošanas telpā, ja šis aspekts nav pilnībā izskatīts SITS un/vai valsts noteikumos.

14.10 Apkopes un ekspluatācijas (tostarp glābšanas) dokumentācija, ja tā nav ietverta 14.3. punktā

Papildu norādījumus var atrast I pielikumā (norādījumi Komisijas Īstenošanas regulas (ES) 2018/545 I pielikumam “Pieteikuma saturs”).
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NOTIFICATION OF CHANGE TO AN ALREADY AUTHORISED VEHICLE 
PURSUANT TO ARTICLE 16(4) OF COMMISSION IMPLEMENTING REGULATION (EU) 2018/545 

This form shall be used by the entity managing the change to submit to the Agency a notification of a change pursuant to article 16(4) of Commission Implementing Regulation (EU) 2018/545 when the Agency would be the authorising entity if the change would require a new authorisation. 

The process to follow to submit a notification is described on the website of the Agency:

https://www.era.europa.eu/can-we-help-you/faq/292_en#faq1195





IMPORTANT

This form is not enough to submit a notification 16(4) to the Authorising Entity. The notification shall be substantiated with additional evidence. Further information about the additional evidence can be found in §4 of the form.







































		[bookmark: _Toc394499708][bookmark: _Toc394500145][bookmark: _Toc394499354]1. General information



		1.1. ERA Notification reference:

		Click here to enter text.



		1.2. Type of notification:

		☐ Single vehicle

☐ Series of vehicles



		1.3. Area of use:

		1.3.1. Member States: Click here to enter text.

1.3.2. Networks (per Member State): Click here to enter text.

1.3.3. Neighbouring stations (when applicable): Click here to enter text.

1.3.4. Whole EU network:    ☐Yes    ☐No



		1.4. Entity managing the change:

		1.4.1. Legal denomination: Click here to enter text.

1.4.2. Name: Click here to enter text.

1.4.3. Acronym: Click here to enter text.

1.4.4. Address: Click here to enter text.

1.4.5. Phone: Click here to enter text.

1.4.6. Email: Click here to enter text.

1.4.7. Website: Click here to enter text.

1.4.8. VAT number: Click here to enter text.

1.4.9. Other information: Click here to enter text.



		1.5. Contact person:

		1.5.1. First name:  Click here to enter text.

1.5.2. Surname: Click here to enter text.

1.5.3. Title or function: Click here to enter text.

1.5.4. Language(s) to be used: Click here to enter text.

1.5.5. Address: Click here to enter text.

1.5.6. Phone: Click here to enter text.

1.5.7. Email: Click here to enter text.



		1.6. Vehicle type authorisation holder (when applicable) 

		1.6.1. Legal denomination: Click here to enter text.

1.6.2. Name: Click here to enter text.

1.6.3. Acronym: Click here to enter text.

1.6.4. Address: Click here to enter text.

1.6.5. Phone: Click here to enter text.

1.6.6. Email: Click here to enter text.

1.6.7. Website: Click here to enter text.

1.6.8. VAT number: Click here to enter text.

1.6.9. Other information: Click here to enter text.










		2. Assessment bodies

Please duplicate rows below as needed (e.g., more than 1 NoBo involved).



		2.1. Notified bodies (mobile subsystems):

		2.1.1. Legal denomination: Click here to enter text.

2.1.2. Name: Click here to enter text.

2.1.3. Notified body ID number (NANDO): Click here to enter text.

2.1.4. Acronym: Click here to enter text.

2.1.5. Address: Click here to enter text.

2.1.6. Phone: Click here to enter text.

2.1.7. Email: Click here to enter text.

2.1.8. Website: Click here to enter text.

2.1.9. Other information: Click here to enter text.



		2.2. Designated bodies:

		2.2.1. Legal denomination: Click here to enter text.

2.2.2. Name: Click here to enter text.

2.2.3. Designated body ID number (RDD): Click here to enter text.

2.2.4. Acronym: Click here to enter text.

2.2.5. Address: Click here to enter text.

2.2.6. Phone: Click here to enter text.

2.2.7. Email: Click here to enter text.

2.2.8. Website: Click here to enter text.

2.2.9. Other information: Click here to enter text.



		2.3. Assessment bodies (CSM RA): 

		2.3.1. Legal denomination: Click here to enter text.

2.3.2. Name: Click here to enter text.

2.3.3. Assessment body EIN number (ERADIS): Click here to enter text.

2.3.4. Acronym: Click here to enter text.

2.3.5. Address: Click here to enter text.

2.3.6. Phone: Click here to enter text.

2.3.7. Email: Click here to enter text.

2.3.8. Website: Click here to enter text.

2.3.9. Other information: Click here to enter text.










		3. Details of the notification 



		3.1. Description of the vehicle type (when applicable):

		3.1.1. Type or variant or version ID: Click here to enter text.

3.1.2. Date of record in ERATV: Click or tap to enter a date.

3.1.3. Type name: Click here to enter text.

3.1.4. Alternative name (when applicable): Click here to enter text.

3.1.5. Category: Click here to enter text.

3.1.6. Subcategory: Click here to enter text.



		3.2. Description of the vehicle (when  there is no vehicle type):

		Click here to enter text.



		3.3.  Identification of the concerned vehicle(s):

		3.3.1. EVN(s)[footnoteRef:1]: Click here to enter text. [1:  More information on EVN (especially the Decision 2007/756/EC) can be found at: https://www.era.europa.eu/registers_en#ecvvr. All the vehicles concerned should be identical between them. Should you wish to submit notifications for different batches of vehicles, please submit independent notifications.] 




		3.4. Brief description of the changes as compared to the authorised vehicle and/or vehicle type: 

		 Click here to enter text.





		3.5. Conditions for use of the vehicle and other restrictions:

		3.5.1. Coded restrictions[footnoteRef:2]: Click here to enter text. [2:  Coded restrictions to be specified according to Annex II of Decision 2011/665/EU (as amended by Regulation (EU) 2019/776) and technical document ERA/TD/2011-09/INT (available in ERA website).] 


3.5.2. Non-coded restrictions: Click here to enter text.



		3.6. Applicable rules for the changes (and interfaces with the unchanged parts):

		3.6.1.  TSIs including the legal reference in the Official Journal of the European Union:

Click here to enter text.

Are the TSIs mentioned above the ones in force?                                    ☐Yes  ☐No

3.6.2.  National rules (when applicable):

Click here to enter text.

Are the national rules mentioned above the ones in force?                    ☐Yes  ☐No

3.6.3.  Non-applications of TSIs according to the provisions of Article 7 of Directive (EU) 2016/797 (when applicable):

Click here to enter text.

3.6.4.  Other EU law (when applicable):

Click here to enter text.



		3.7 Previous notifications pursuant to Article 16(4) of Regulation (EU) 2018/545

		3.7.1 Is this the first time you submit a 16(4) notification for this vehicle?      ☐Yes  ☐No

3.7.2 IDs of previous notifications: Click here to enter text.

3.7.3 Date of submission of previous notifications: Click here to enter text.

3.7.4 Short description of previous notifications: Click here to enter text.



		3.8. Category of the change pursuant to Article 15(1) of Regulation (EU) 2018/545:

		3.8.1.  Category:                                                                                         ☐ 15(1)(b)      ☐ 15(1)(c) 

3.8.2. Rationale for the classification[footnoteRef:3]: Click here to enter text. [3:  Describe briefly the rational and reasons for arriving to the category for the change pursuant to Article 15(1) of Regulation (EU) 2018/545. The evidence of the categorisation of the change are to be included in the file accompanying the application for authorisation, see point 14.7 of Annex XIV of the VA Guidelines. ] 




		3.9. Article 21(12) of Directive (EU) 2016/797 (see Annexes I & II)

		3.9.1 Applicable rules (TSIs, national rules, other Union law) require                ☐Yes  ☐No

renewal/new authorisation[footnoteRef:4]?:  [4:  Please verify that the applicable rules (TSIs, national rules, other legislation of the union) do not render the type authorisation invalid or require a new authorisation for the change being considered. In particular, if the change concerns CCS, please notice that CCS TSI, as amended by Regulation (EU) 2019/776, requires that all types with an on-board ERTMS with baseline 2 (B2) are renewed.] 


3.9.2 Article 21(12)(b) of Directive (EU) 2016/797 triggered ?                            ☐Yes   ☐No

          (see Annex II)           

3.9.3 Rationale for answer in 3.9.2 [footnoteRef:5]: Click here to enter text. [5:  Please describe the process followed to arrive to the conclusion that the change does not have the potential for impacting safety adversely (before its implementation,  verification and validation). In particular, when the written declaration referred to in 3.10 and Annex I I.1 is different, and this is due to a change in the AsBo report] 


3.9.4 Does the change impact basic design characteristics[footnoteRef:6]?                              ☐Yes   ☐No [6:  Basic Design Characteristics, as described in tables 17a & 17b  of LOC&PAS TSI (Regulation (EU) 1302/2014 , table 11a of WAG TSI (Regulation (EU) 321/2013), table 7.1 of CCS TSI (Regulation (EU) 2016/919) and Article 48(c) of Regulation (EU) 2018/545. ] 


3.9.5 Are the values for the parameters related to basic design                        ☐Yes   ☐No

characteristics impacted below the thresholds set-out in TSIs

         for a new authorisation? (fill in Annex I )



		3.10. Reference to the written declaration by the proposer pursuant to Article 13 of Regulation (EU) 2018/545

		Click here to enter text.



		3.11. Reference(s) to the EC certificate(s) for the mobile subsystems (EC type or design examination certificate(s), QMS approval certificate(s) and EC certificate(s) of verification)

		Click here to enter text.



		3.12 Reference(s) to the EC declaration(s) of verification for the mobile subsystem(s)

		Click here to enter text.



		3.13 Reference(s) to the certificates for national rule(s)

		Click here to enter text.

















		4. Mapping table

Please describe below where each aspect to be assessed is covered in the documentation supporting your notification and uploaded in the dedicated extranet space. 



		ID

		Assessment aspect



		Documentary evidence

Filename(s) and/or document reference(s) with date and version

		Reference

Page, chapter, section, etc.

		Comments



		1

		Non-application(s) of TSI(s) in accordance with the provision of Article 7 of Directive (EU) 2016/797 (when applicable):

		

		

		



		2

		Methodology for the requirements capture:

		

		

		



		3

		Evidence from the methodology used for the requirements capture (safety assessment report and written declaration):

		

		

		



		4

		EC Declaration(s) and EC certificates of verification (subsystems):

		

		

		



		5

		 Certificates for national rules:

		

		

		



		6

		Original vehicle authorisation and/or vehicle type authorisation:

		

		

		



		7

		Description and consistency of the change:

		

		

		



		8

		Categorisation of the change:

		

		

		













Request date:		Click here to enter a date.

Requestor´s e-mail:	Click here to enter text.

Requestor´s signature: 




Annex I: Basic Design Characteristics impacted by the change 

I.1. General basic design characteristics



		Basic design characteristics according to Article 48(1)(c) of Regulation (EU) 2018/545

		Basic design characteristic impacted?



		Area of use of the vehicle

(*) Please notice that If the area of use of the vehicle is extended, it is not possible to register a version in ERATV; an authorisation for the extended area of use is required.

		☐ Yes (*)

☐ No 



		Conditions for use of the vehicle and other restrictions (coded and non-coded restrictions in ERATV)

(**) Please notice that when declaring whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered or not in section 3.9.2 of the form, the impact of changes in the conditions for use and other restrictions (if any) shall be taken into account. If Article 21(12)(b) is triggered because of the change in conditions for use and other restrictions, it is not possible to register a version in ERATV; a new authorisation is required.

		☐ Yes (**)

☐ No



		Reference, pursuant to the provisions of Article 16 of Regulation (EU) No 402/2013, including the document identification and the version, to the written declaration by the proposer referred to in Article 3(11) of Regulation (EU) No 402/2013, covering the vehicle type

(***) If the reference to the risk declaration by the proposer concerning the change is different as compared to the type, and this is not caused by editorial aspects but by the fact that the risk assessment or the assessment report from the assessment body (AsBo) has been changed, please double check how did you arrive to the conclusion that Article 21(12)(b) is triggered (potential impact on safety requiring an update of the risk analysis and AsBo assessment) and provide the necessary description in field 3.9.3

		☐ Yes (***)

☐ No





I.2. Vehicles in the scope of Regulation (EU) 1302/2014 LOC&PAS TSI

I.2.1. Basic design characteristics

Table 17a Regulation (EU) 1302/2014 LOC&PAS TSI

Basic design characteristics related to basic parameters set out in the LOC&PAS TSI

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and not classified as 21(12)(a) of Directive (EU) 2016/797

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.2.2.3 End coupling

		Type of end coupling

		4.9.1 Type of end coupling

		☐ Yes

☐ No

		Change of end coupler type

		N/A



		4.2.2.10 Load conditions and weighed mass

4.2.3.2.1 Axle load parameter

		Design mass in working order

		4.5.2.1 Design mass in working order

		☒ Yes

☐ No

		Change in any of the corresponding basic design characteristics resulting in a change of the line category(ies) the vehicle is compatible with

		N/A



		

		Design mass under normal payload

		4.5.2.2 Design mass under normal payload

		☐ Yes

☐ No

		

		



		

		Design mass under exceptional payload

		4.5.2.3 Design mass under exceptional payload

		☐ Yes

☐ No

		

		



		

		Maximum design speed (km/h)

		4.1.2.1 Maximum design speed

		☐ Yes

☐ No

		

		



		

		Static axle load in working order

		4.5.3.1 Static axle load in working order

		☐ Yes

☐ No

		

		



		

		Static axle load under exceptional payload

		4.5.3.3 Static axle load under exceptional payload

		☐ Yes

☐ No

		

		



		

		Vehicle length

		4.8.1 Vehicle length

		☐ Yes

☐ No

		

		



		

		Static axle load under normal payload

		4.5.3.2 Static axle load under normal payload

		☐ Yes

☐ No

		

		



		

		Position of the axles along the unit (axle spacing)

		4.5.3.4 Position of the axles along the unit (axle spacing)

		☐ Yes

☐ No

		

		



		

		Total vehicle mass (for each vehicle of the unit)

		4.5.5 Total vehicle mass (for each vehicle of the unit)

		☐ Yes

☐ No

		Change in any of the corresponding basic design characteristics resulting in a change of the line category(ies) the vehicle is compatible with

		

Change of more than ± 10 %



		

		Mass per wheel

		4.5.6 Mass per wheel

		☐ Yes

☐ No

		Change in any of the corresponding basic design characteristics resulting in a change of the line category(ies) the vehicle is compatible with or



Change of more than   ±  10 %

		N/A



		4.2.3.1 Gauging

		Reference profile

		4.2.1 Reference profile

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of reference profile the vehicle is conform to



		

		Minimum vertical convex curve radius capability

		4.8.5 Minimum vertical convex curve radius capability

		☐ Yes

☐ No

		Change in minimum vertical convex curve radius capability the vehicle is compatible with of more than 10 %

		N/A



		

		Minimum vertical concave curve radius capability

		4.8.6 Minimum vertical concave curve radius capability

		☐ Yes

☐ No

		Change in minimum vertical concave curve radius capability the vehicle is compatible with of more than 10 %

		N/A



		4.2.3.3.1 Rolling stock characteristics for the compatibility with train detection systems

		Compatibility with train detection systems

		4.14.1 Type of train detection systems for which the vehicle has been designed and assessed

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of declared compatibility with one or more of the three following train detection systems:

· Track circuits

· Axle counters

· Loop equipment



		4.2.3.3.2 Axle bearing condition monitoring

		On-board detection system

		4.9.2 Axle bearing condition monitoring (hot axles box detection)

		☐ Yes

☐ No

		Fitting of detection system on-board

		Removal of declared on- board detection system



		4.2.3.4.  Rolling stock dynamic behaviour

		Combination of maximum speed and maximum cant deficiency for which the vehicle was assessed

		4.6.4 Combination of maximum speed and maximum cant deficiency for which the vehicle was assessed

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Increase in maximum speed of more than 15 km/h or change   of   more   than   ± 10 % in maximum admissible cant deficiency



		

		Rail inclination

		4.6.5 Rail inclination

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of rail inclination(s) the vehicle is conform to (*)



		4.2.3.5.2.1. Mechanical and geometric characteristics of wheelsets

		Wheelset gauge

		4.1.3 Wheel set gauge

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of track gauge the wheelset is compatible with



		4.2.3.5.2.2 Characteristics of wheels

		Minimum required in- service wheel diameter

		4.8.2 Minimum in-service wheel diameter

		☐ Yes

☐ No

		Change of minimum required in-service diameter of more than ± 10 mm

		N/A



		4.2.3.5.2.3 Automatic variable gauge systems

		Wheelset gauge changeover facility

		4.1.11 Wheelset gauge changeover facility

		☐ Yes

☐ No

		Change in the vehicle leading to a change in the changeover facility(ies) the wheelset is compatible with

		Change of track gauge(s) the wheelset is compatible with



		4.2.3.6. Minimum curve radius

		Minimum horizontal curve radius capability

		4.8.4 Minimum horizontal curve radius capability

		☐ Yes

☐ No

		Increase of minimum horizontal curve radius of more than 5 m

		N/A



		4.2.4.5.1 Braking performance - General requirements

		Maximum average deceleration

		4.7.1 Maximum average deceleration

		☐ Yes

☐ No

		Change of more than   ±  10 % on the maximum average brake deceleration

		N/A



		4.2.4.5.2 Braking performance – Emergency braking

		Stopping distance and deceleration profile for each load condition per design maximum speed.

		4.7.5 Emergency brake: Stopping distance and deceleration profile for each load condition per design maximum speed



4.7.6 For general operation: Brake weight percentage (lambda) or Braked mass

		☐ Yes

☐ No

		Change of stopping distance of more than ± 10 %.

Note: Brake weight percentage (also called ‘lambda’ or ‘braked mass percentage’) or braked mass may also be used and can be derived (directly or via stopping distance) from deceleration profiles by a calculation.

The allowed change is the same (± 10 %)

		N/A



		4.2.4.5.3 Braking performance – Service braking

		Stopping distance and maximum deceleration for the load condition ‘design mass under normal payload’ at the design maximum speed 

		4.7.7 Service brake: At maximum service brake: Stopping distance, Maximum deceleration, for the load condition “design mass under normal payload” at the design maximum speed.

		☐ Yes

☐ No

		Change of stopping distance of more than ± 10 %

		N/A



		4.2.4.5.4 Braking performance – Thermal capacity

		Maximum brake thermal energy capacity





or



Thermal capacity in terms of maximum line gradient, associated length, and operating speed

		4.7.2.1.1 Reference case of TSI

		☐ Yes

☐ No

		N/A







Change of maximum gradient, associated length, or operating speed for which the brake system is designed in relation with brake thermal energy capacity

		Change of maximum brake thermal energy >= 10 %

























		

		

		4.7.2.1.2 Speed (if no reference case is indicated)

		☐ Yes

☐ No

		

		



		

		

		4.7.2.1.3 Gradient (if no reference case is indicated)

		☐ Yes

☐ No

		

		



		

		

		4.7.2.1.4 Distance (if no reference case is indicated)

		☐ Yes

☐ No

		

		



		

		

		4.7.2.1.5 Time (if distance is not indicated) (if no reference case is indicated)

		☐ Yes

☐ No

		

		



		

		

		4.7.2.1.6 Maximum brake thermal energy capacity

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		4.2.4.5.5 Braking performance – Parking brake

		Maximum gradient on which the unit is kept immobilized by the parking brake alone (if the vehicle is fitted with it)

		4.7.3.3 Maximum gradient on which the unit is kept immobilized by the parking brake alone (if the vehicle is fitted with it)

		☐ Yes

☐ No

		

Change of declared maximum gradient of more than ± 10 %

		

N/A



		4.2.4.6.2. Wheel slide protection system

		Wheel slide protection system

		4.7.8 Wheel slide protection system

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of WSP function

		

WSP



		4.2.4.8.2 Magnetic track brake

		Magnetic track brake

		4.7.4.2.1 Magnetic track brake fitted

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of magnetic track brake function



		

		Possibility of preventing the use of the magnetic track brake

		4.7.4.2.2 Possibility of preventing the use of the magnetic track brake (only if fitted with magnetic brake)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of the brake control allowing the activation/deactivation of magnetic track brake



		4.2.4.8.3 Eddy current track brake

		Eddy current track brake

		4.7.4.1.1 Eddy current track brake fitted

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of the eddy current track brake function



		

		Possibility of preventing the use of the eddy current track brake

		4.7.4.1.2 Possibility of preventing the use of the eddy current track brake (only if fitted with eddy current track brake)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of the brake control allowing the activation/deactivation of eddy current track brake



		4.2.6.1.1 Temperature

		Temperature range

		4.3.1 Temperature range

		☐ Yes

☐ No

		Change of temperature range (T1, T2, T3)

		N/A



		4.2.6.1.2 Snow, ice and hail

		Snow, ice and hail conditions

		4.3.3 Snow, ice and hail conditions

		☐ Yes

☐ No

		Change of the selected range ‘snow, ice and hail’ (nominal or severe)

		N/A



		4.2.8.2.2 Operation

within range of voltages and frequencies

		Energy supply system (voltage and frequency)

		4.10.1 Energy supply system (voltage and frequency)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of voltage(s)/ frequency(ies) of the energy supply system (AC 25 kV-50 Hz, AC 15 kV-16,7 Hz, DC 3 kV, DC 1,5 kV, DC 750  V,  third rail, others)



		4.2.8.2.3 Regenerative brake with energy to the overhead contact line

		Regenerative brake

		4.7.4.3.1 Regenerative brake fitted

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of regenerative brake function



		

		Possibility of preventing the use of the regenerative brake when fitted

		4.7.4.3.2 Possibility of preventing the use of the regenerative brake (only if fitted with regenerative brake)

		☐ Yes

☐ No

		Fitting/removing the possibility of preventing the use of regenerative brake

		N/A



		4.2.8.2.4 Maximum power and current from the overhead contact line

		Applicable to Electric units with power higher than 2 MW only:



Power or current limitation function

		4.10.14 Electric units equipped with power or current limitation function

		☐ Yes

☐ No

		Power or current limitation function fitted/removed

		N/A



		4.2.8.2.5 Maximum current at standstill for DC systems

		Maximum current at standstill per pantograph for each DC system the vehicle is equipped for

		4.10.4 Maximum current at standstill per pantograph (to be indicated for each DC systems the vehicle is equipped for)

		☐ Yes

☐ No

		Change of the maximum current value by 50 A without exceeding the limit set in the TSI

		N/A



		4.2.8.2.9.1.1 Height of interaction with contact wires (RST level)

		Height of interaction of pantograph with contact wires (over top of rail)

		4.10.5 Height of interaction of pantograph with contact wires (over top of rail) (to be indicated for each energy sup- ply system the vehicle is equipped for)

		☐ Yes

☐ No

		Change of height of interaction allowing/no longer allowing mechanical contact with one of the contact wires at heights above rail level between:

4 800 mm and 6 500 mm

4 500 mm and 6 500 mm

5 550 mm and 6 800 mm

5 600 mm and 6 600 mm

		N/A



		4.2.8.2.9.2 Pantograph head geometry (IC level)

		Pantograph head geometry

		4.10.6 Pantograph head geometry (to be indicated for each energy supply system the vehicle is equipped for)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of pantograph head geometry to or from one of the types defined in clauses 4.2.8.2.9.2.1, 4.2.8.2.9.2.2 or 4.2.8.2.9.2.3



		4.2.8.2.9.4.2 Contact strip material

		Contact strip material

		4.10.10 Material of pantograph contact strip the vehicle may be equipped with (to be indicated for each energy supply system the vehicle is equipped for)

		☐ Yes

☐ No

		New contact strip as per 4.2.8.2.9.4.2(3)

		N/A



		4.2.8.2.9.6 Pantograph contact force and dynamic behaviour

		Mean contact force curve

		4.10.15 Mean contact force

		☐ Yes

☐ No

		Change requiring a new assessment of pantograph dynamic behaviour.

		N/A



		4.2.8.2.9.7 Arrangement of pantographs (RST level)

		Number of pantograph and shortest distance between two pantographs

		4.10.7 Number of pantographs in contact with the overhead contact line (OCL) (to be indicated for each energy supply system the vehicle is equipped for)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Where the spacing of 2 consecutive pantographs in fixed or predefined formations of the assessed unit is reduced by means of removing a vehicle



		

		

		4.10.8 Shortest distance between two pantographs in contact with the OCL (to be indicated for each energy supply system the vehicle is equipped for; to be indicated for single and, if applicable, multiple operation) (only if number of raised pantographs is more than 1)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		4.2.8.2.9.10 Pantograph lowering (RST level)

		Automatic dropping device (ADD)

		4.10.11 Automatic dropping device (ADD) fitted (to be indicated for each energy supply system the vehicle is equipped for)

		☐ Yes

☐ No

		Automatic dropping device (ADD) function fitted/ removed

		N/A



		4.2.10.1. General and categorisation

		Fire safety category

		4.4.1 Fire safety category

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of fire safety category



		4.2.12.2. General documentation -number of units in multiple operation

		Maximum number of trainsets or locomotives coupled together in multiple operation.

		4.1.5 Maximum number of trainsets or locomotives coupled together in multiple operation.

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of maximum allowed number of trainsets or loco motives coupled together in multiple operation



		4.2.12.2. General documentation – number of vehicles in a unit

		For fixed formations only: Vehicles composing the fixed formation

		4.1.12 Number of vehicles composing the fixed formation (for fixed formation only)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change in the number of vehicles composing the fixed formation







Table 17b Regulation (EU) 1302/2014 LOC&PAS TSI.

Basic design characteristics related to basic parameters set out in the PRM TSI

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and not classified as 21(12)(a) of Directive (EU) 2016/797

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU)  2016/797



		4.2.2.11. Step position for vehicle access and egress

		Platform heights for which the vehicle is designed

		4.12.3.1 Platform heights for which the vehicle is designed.

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of platform height the vehicle is compatible with







Table 17c Regulation (EU) 1302/2014 LOC&PAS TSI.

Changes to basic parameters for which compliance with TSI requirements is mandatory for rolling stock not holding an EC type or design examination certificate

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.3.1 Gauging

		Reference profile

		4.2.1 Reference profile

		☐ Yes

☐ No

		Change of reference profile the vehicle is conform to



		4.2.3.3.1 Rolling stock characteristics for the compatibility with train

detection systems

		Compatibility with train detection systems

		4.14.1 Type of train detection systems for which the vehicle has been designed and assessed

		☐ Yes

☐ No

		Change of declared compatibility with one or more of the three following train detection systems:

· Track circuits

· Axle counters

· Loop equipment



		4.2.3.3.2 Axle bearing condition monitoring

		On-board detection system

		4.9.2 Axle bearing condition monitoring (hot axles box detection)

		☐ Yes

☐ No

		Fitting/Removal of declared on-board detection system



		4.2.3.5.2.1. Mechanical and geometric characteristics of wheelsets

		Wheelset gauge

		4.1.3 Wheel set gauge

		☐ Yes

☐ No

		Change of track gauge the wheelset is compatible with



		4.2.3.5.2.3 Automatic variable gauge systems

		Wheelset gauge changeover facility

		4.1.11 Wheelset gauge hangeover facility

		☐ Yes

☐ No

		Change of track gauge(s) the wheelset is compatible with



		4.2.8.2.3 Regenerative brake with energy to the overhead contact line

		Regenerative brake

		4.7.4.3.1 Regenerative brake fitted

		☐ Yes

☐ No

		Fitting/removal of regenerative brake function







Table 17d Regulation (EU) 1302/2014 LOC&PAS TSI.

Changes to basic parameters of the PRM TSI for which compliance with TSI requirements is mandatory for rolling stock not holding an EC type or design examination certificate

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.2.11. Step position for vehicle access and egress

		Platform heights for which the vehicle is designed

		4.12.3.1 Platform heights for which the vehicle is designed

		☐ Yes

☐ No

		Change of platform height the vehicle is compatible with











I.2.2. Aspects to be taken into account when assessing Article 21(12)(b)

I.2.2.1 Changes requiring reassessment of safety requirements

Please notice that Regulation (EU) 1302/2014 LOC&PAS TSI states in section 7.1.2.2 paragraph 4, “Without prejudice of the general safety judgement mandated in article 21(12)(b) of Directive (EU) 2016/797, in case of changes requiring reassessment of the safety requirements set out in clauses 4.2.3.4.2, 4.2.3.5.3, 4.2.4.2.2, 4.2.5.3.5, 4.2.5.5.8 and 4.2.5.5.9, the procedure set out in clause 6.2.3.5 shall be applied. Table 17 sets out when a new authorisation is required.” 

Table 17 Regulation (EU) 1302/2014 LOC&PAS TSI

		Vehicle originally assessed against…



		

		First method of clause 6.2.3.5(3)

		Second method of clause 6.2.3.5(3)

		No CSM on

 RA applied



		Change assessed against…

		First method of clause 6.2.3.5(3)

		No new authorisation required

		Check (1)

		No new authorisation required



		

		Second method of clause 6.2.3.5(3)

		Check (1)

		Check (1)

		Check (1)



		

		No CSM on RA applied

		Not possible

		Not possible

		Not possible





(1) The word ‘Check’ means that the applicant will apply Annex I of the CSM on RA in order to demonstrate that the changed vehicle ensures an equal or higher level of safety. This demonstration shall be independently assessed by an assessment body as defined in CSM on RA. If the body concludes that the new safety assessment demonstrates a lower level of safety or the result is unclear, the applicant shall request an authorization for placing on the market.

The conditions above are linked to Article 21(12)(c) of Directive (EU) 2016/797: particular conditions laid down in the TSIs that trigger a new authorisation. The analysis on whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered or not should be performed independently. In other words, meeting the requirements in clause 7.1.2.2 of LOC&PAS TSI does not automatically mean that Article 21(12)(b) of Directive (EU) 2016/797 is not triggered.

Both aspects shall be taken into account when declaring whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered when answering field 3.9.2 & 3.9.3 of the request form. 



I.2.2.2 Changes requiring a new reliability study

Similarly, paragraph (4a) of section 7.1.2.2 of LOC&PAS TSI states “Without prejudice of the general safety judgement mandated in Article 21(12)(b) of Directive (EU) 2016/797, in case of changes impacting requirements set out in 4.2.4.9, 4.2.9.3.1 and 4.2.10.3.4 which require a new reliability study, a new authorisation for placing in the market shall be required unless the NoBo concludes that the safety-related requirements covered by the reliability study are improved or maintained. The NoBo will consider in its judgement the revised maintenance and operation documentation, where required.”

The conditions above are linked to Article 21(12)(c) of Directive (EU) 2016/797: particular conditions laid down in the TSIs that trigger a new authorisation. The analysis on whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered or not should be performed independently. In other words, meeting the requirements in clause 7.1.2.2 of LOC&PAS TSI does not automatically mean that Article 21(12)(b) of Directive (EU) 2016/797 is not triggered.

Both aspects shall be taken into account when declaring whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered when answering field 3.9.2 & 3.9.3 of the request form. 























I.3. Vehicles in the scope of Regulation (EU) 321/2013 WAG TSI

I.3.1. Basic design characteristics

Table 11a Regulation (EU) 321/2013 WAG TSI

Basic design characteristics related to basic parameters set out in the WAG TSI

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and not classified as 21(12)(a) of Directive (EU) 2016/797

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.2.1.1 End coupling

		Type of end coupling

		4.9.1 Type of end coupling

		☐ Yes

☐ No

		Change of end coupler type

		N/A



		4.2.3.1 Gauging

		Reference profile

		4.2.1 Reference profile

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of reference profile the vehicle is conform to



		

		Minimum vertical convex curve radius capability

		4.8.5 Minimum vertical convex curve radius capability

		☐ Yes

☐ No

		Change in minimum vertical convex curve radius capability the unit is compatible with of more than 10 %

		N/A



		

		Minimum vertical concave curve radius capability

		4.8.6 Minimum vertical concave curve radius capability

		☐ Yes

☐ No

		Change in minimum vertical concave curve radius capability the unit is compatible with of more than 10 %

		N/A



		4.2.3.2. Compatibility with load carrying capacity of lines

		Permissible payload for different line categories

		4.5.1 Permissible payload for different line categories

		☐ Yes

☐ No

		Change of any of the vertical loading characteristics resulting in a change of the line category(ies) the wagon is compatible with

		N/A



		4.2.3.3 Compatibility with train detection systems

		Compatibility with train detection systems

		4.14.1 Type of train detection systems for which the vehicle has been designed and assessed

		☐ Yes

☐ No

(If yes, version not allowed)

		

N/A

		Change of declared compatibility with one or more of the three train detection systems:

· Track circuits

· Axle counters

· Loop equipment



		4.2.3.4 Axle bearing condition monitoring

		On-board detection system

		4.9.2 Axle bearing condition monitoring (hot axles box detection)

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/Removal of on-board detection system



		4.2.3.5 Running safety

		Combination of maximum speed and maximum cant deficiency for which the unit was assessed

		4.6.4 Combination of maximum speed and maximum cant deficiency for which the vehicle was assessed

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Increase in maximum speed of more than 15 km/h or change of more than ± 10 % in maximum admissible cant deficiency



		

		Rail inclination

		4.6.5 Rail inclination

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of rail inclination the vehicle is conform to



		4.2.3.6.2 Characteristics of wheelsets

		Wheelset gauge

		4.1.3 Wheel set gauge

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Change of track gauge the wheelset is compatible with



		4.2.3.6.3 Characteristics of wheels

		Minimum required in-service wheel diameter

		4.8.2 Minimum in-service wheel diameter

		☐ Yes

☐ No

		Change of minimum required in-service diameter of more than 10 mm

		N/A



		4.2.3.6.6 Automatic variable gauge systems

		Wheelset gauge changeover facility

		4.1.11 Wheelset gauge changeover facility

		☐ Yes

☐ No

		Change in the unit leading to a change in the changeover facility(ies) the wheelset is compatible with

		Change of track gauge(s) the wheelset is compatible with



		4.2.4.3.2.1 Service brake

		Stopping distance

		4.7.6 For general operation: brake weight percentage (lambda) or Braked mass



4.7.7 Service brake: At maximum service brake: Stopping distance, Maximum deceleration, for the load condition “design mass under normal payload” at the design maximum speed.

		☐ Yes

☐ No

		Change of stopping distance of more than ± 10 %

Note: Brake weight percentage (also called ‘lambda’ or ‘braked mass percentage’) or braked mass may also be used and can be derived (directly or via stopping distance) from deceleration profiles by a calculation.

The allowed change is the same (± 10 %)

		N/A



		

		Maximum deceleration for the load condition ‘design mass under normal payload’ at the maximum design speed

		4.7.7 Service brake: At maximum service brake: Stopping distance, Maximum deceleration, for the load condition “design mass under normal payload” at the design maximum speed.

		☐ Yes

☐ No

		Change of more than ± 10 % on the maximum average brake deceleration

		N/A



		4.2.4.3.2.2 Parking brake

		Parking brake

		4.7.3.4 Parking brake

		☐ Yes

☐ No

		Parking brake function installed/removed

		

N/A



		4.2.4.3.3 Thermal capacity

		Thermal capacity expressed in terms of

· Speed

· Gradient

· Brake distance

		4.7.2.1.1 Reference case of TSI

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		New reference case declared



		

		

		4.7.2.1.2 Speed (if no reference case is indicated)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		

		

		4.7.2.1.3 Gradient (if no reference case is indicated)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		

		

		4.7.2.1.4 Distance (if no reference case is indicated)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		

		

		4.7.2.1.5 Time (if distance is not indicated) (if no reference case is indicated)

		☐ Yes

☐ No

(If yes, version not allowed)

		

		



		4.2.4.3.4 Wheel slide protection (WSP)

		Wheel slide protection

		4.7.8 Wheel slide protection system

		☐ Yes

☐ No

(If yes, version not allowed)

		N/A

		Fitting/removal of WSP function



		4.2.5 Environmental conditions

		Temperature range

		4.3.1 Temperature range

		☐ Yes

☐ No

		Change of temperature range (T1, T2, T3)

		N/A



		

		Snow, ice and hail conditions

		4.3.3 Snow, ice and hail conditions

		☐ Yes

☐ No

		Change of the selected range ‘snow, ice and hail’ (nominal or severe)

		N/A







Table 11b Regulation (EU) 321/2013 WAG TSI

Changes to basic parameters for which compliance with TSI requirements is mandatory for rollingstock not holding an EC type or design examination certificate

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes impacting the basic design characteristic and classified as 21(12)(a) of Directive (EU) 2016/797



		4.2.3.1 Gauging

		Reference profile

		4.2.1 Reference profile

		☐ Yes

☐ No

		Change of reference profile the vehicle is conform to



		4.2.3.3 Compatibility with train detection system

		Compatibility with train detection systems

		4.14.1 Type of train detection systems for which the vehicle has been designed and assessed

		☐ Yes

☐ No

		Change of declared compatibility with one or more of the three train detection systems:

· Track circuits

· Axle counters

· Loop equipment



		4.2.3.4 Axle bearing condition monitoring

		On-board detection system

		4.9.2 Axle bearing condition monitoring (hot axles box detection)

		☐ Yes

☐ No

		Fitting/Removal of on-board detection system



		4.2.3.6.2 Characteristics of wheelsets

		Wheelset gauge

		4.1.3 Wheel set gauge

		☐ Yes

☐ No

		Change of track gauge the wheelset is compatible with



		4.2.3.6.6 Automatic variable gauge systems

		Wheelset gauge changeover facility

		4.1.11 Wheelset gauge changeover facility

		☐ Yes

☐ No

		Change of track gauge(s) the wheelset is compatible with







I.3.2. Aspects to be taken into account when assessing Article 21(12)(b)

Without prejudice of the general safety judgement mandated in article 21(12)(b) of Directive (EU) 2016/797, in case of changes requiring reassessment of the safety requirements set out in clauses 4.2.4.2 for the brake system, a new authorization for placing on the market will be required unless one of the following conditions are met:

· The brake system fulfils the conditions of C.9 and C.14 of Appendix C after change or,

· Both the original and changed brake systems fulfil the safety requirements set out in clause 4.2.4.2.

The conditions above are linked to Article 21(12)(c) of Directive (EU) 2016/797: particular conditions laid down in the TSIs that trigger a new authorisation. The analysis on whether Article 21(12)(b) of Directive (EU) 2016/797 is triggered or not should be performed independently. In other words, meeting the requirements in clause 7.2.2.2 (and 4.2.4.2) of WAG TSI does not automatically mean that Article 21(12)(b) of Directive (EU) 2016/797 is not triggered.








I.4. Vehicles in the scope of Regulation (EU) 2016/919 CCS TSI

I.4.1. Basic design characteristics 

Table 7.1 Regulation (EU) 2016/919 CCS TSI

		TSI clause

		Related basic design characteristic(s)

		ERATV parameter

		Basic design characteristic impacted?

		Changes not impacting the basic design characteristics 15(1)(b) of Regulation (EU) 2018/545

		Changes impacting the basic design characteristic inside acceptable range 15(1)(c) of Regulation (EU) 2018/545

		Changes impacting the basic design characteristic outside acceptable range 15(1)(d) of Regulation (EU) 2018/545



		4.2.2 On-board ETCS functionality

		Set of specification of Annex A

		4.13.1.1 ETCS equipment on-board and the set of specifications from CCS TSI Annex A

		☐ Yes

☐ No

(If yes, version not allowed)

		Not Applicable

		Not Applicable

		Use another Annex A set of specifications



		

		On-board ETCS implementation

		4.13.1.7 ETCS on-board implementation

		☐ Yes

☐ No

(If yes, version not allowed)

		Fulfilling all the conditions in point 7.2.1a.2 (change of realisation)

		Not Applicable

		Not fulfilling all the conditions in point 7.2.1a.2 (Functional change)



		

		Managing information about the completeness of the train

		4.13.1.9 Managing information about the completeness of the train

		☐ Yes

☐ No

		Not Applicable

		Adding or removing train integrity supervision

		Not Applicable



		4.2.17.1 ETCS System Compatibility

		ETCS System Compatibility

		4.13.1.8 ETCS System Compatibility

		☐ Yes

☐ No

		Not Applicable

		Adding or removing ESC statements, after checking by a NoBo

		Not Applicable



		4.2.4 Mobile communication

functions for railways GSM-R

4.2.4.2 Voice and operational communication application

		GSM-R Baseline



		4.13.2.1 GSM-R Radio voice on board and its Baseline

		☐ Yes

☐ No

(If yes, version not allowed)

		Use another Baseline fulfilling all the conditions in point 7.2.1a.3

		Not Applicable

		Use another Baseline not fulfilling all the conditions in point 7.2.1a.3.



		

		Voice and operational communication implementation

		4.13.2.6 Voice and operational communication implementation

		☐ Yes

☐ No

(If yes, version not allowed)

		Fulfilling all the conditions in point 7.2.1a.3 (change of realisation)

		Not Applicable

		Not fulfilling all the conditions in point 7.2.1a.3 (Functional change)



		

		SIM Card support of Group ID 555

		4.13.2.12 Voice SIM Card support of Group ID 555

		☐ Yes

☐ No

		Not Applicable

		Change the SIM Card support of group ID 555

		Not Applicable



		4.2.17.2 Radio System Compatibility

		Radio Voice System

Compatibility

		4.13.2.5 Radio Voice System Compatibility

		☐ Yes

☐ No

		Not Applicable

		Adding or removing

RSC statements, after

checking by a NoBo

		Not Applicable



		4.2.4 Mobile communication

functions for railways GSM-R

4.2.4.3 Data communication applications for ETCS

		GSM-R Baseline

		4.13.2.7 GSM-R Radio Data communication on board and its Baseline

		☐ Yes

☐ No

(If yes, version not allowed)

		Use another Baseline fulfilling all the conditions in point 7.2.1a.3.

		Not Applicable

		Use another Baseline not fulfilling all the conditions in point 7.2.1a.3



		

		Data communication

for ETCS implementation

		4.13.2.9 Data communication application for ETCS implementation

		☐ Yes

☐ No

(If yes, version not allowed)

		Fulfilling all the conditions in point 7.2.1a.3 (change of realisation)

		Not Applicable

		Not fulfilling all the conditions in point 7.2.1a.3 (Functional change)



		4.2.17.2 Radio System Compatibility

		Radio Data System Compatibility

		4.13.2.8 Radio Data System Compatibility

		☐ Yes

☐ No

		Not Applicable

		Adding or removing RSC statements, after checking by a NoBo

		Not Applicable



		4.2.4 Mobile communication functions for railways GSM-R

4.2.4.1 Basic communication function

		IM Card GSM-R Home Network

		4.13.2.10 Voice SIM Card GSM-R Home Network

		☐ Yes

☐ No

		Not Applicable

		Replacement of a TSI compliant GSM-R SIM Card by another TSI compliant GSM-R SIM Card with a different GSM-R Home Network

		Not Applicable



		4.2.6.1 ETCS and Class B train protection

		Class B train protection legacy system

		4.13.2.11 Data SIM Card GSM-R Home Network

		☐ Yes

☐ No

		The requirements for Class B system are the responsibility of the relevant Member State.

		The requirements for Class B system are the responsibility of the relevant Member State.

		Add or remove Class B train protection systems. The requirements for Class B system are the responsibility of the relevant Member State.



		4.2.5.1 Radio communication with the train

		Class B radio legacy system

		4.13.2.3 Class B or other radio systems installed (system and, if applicable, version)

		☐ Yes

☐ No

		The requirements for Class B system are the responsibility of the relevant Member State.

		The requirements for Class B system are the responsibility of the relevant Member State.

		Add or remove Class B radio legacy systems. The requirements for Class B system are the responsibility of the relevant Member State.













[bookmark: _Hlk90973302]I.4.2. Conditions for a change in the on-board ETCS not impacting basic design characteristics

CCS TSI 7.2.1a.2. Conditions for a change in the On-board ETCS functionality that does not impact the basic design characteristics

		Conditions for a change in the On-board ETCS functionality that does not impact the basic design characteristics

		Condition fulfilled?



		1. The target functionality[footnoteRef:7] remains unchanged or is set to the state already expected during the original certification or authorisation [7:  Target functionality refers to the ETCS functionality that has been evaluated in the subsystem EC certificate. The Technical Opinions published by the Agency that correct errors in the TSI are considered to define the functionality state already expected during the original certification or authorisation] 


		☐ Yes

☐ No



		2. The interfaces relevant for safety & technical compatibility remain unchanged or are set to the state already expected during the original certification or authorisation.

		☐ Yes

☐ No



		3. The result of the safety judgement (e.g., safety case according to EN 50126) remains unchanged

		☐ Yes

☐ No



		4. No new safety related application conditions (SRAC) or interoperability constraints have been added due to the change.

		☐ Yes

☐ No



		5. An Assessment Body (CSM RA) as specified in point 3.2.1 has independently assessed the applicant's risk assessment and within it the demonstration that the change does not adversely affect safety. The applicant's demonstration shall include the evidence that the change actually corrects the causes of the initial deviation of the functionality

		☐ Yes

☐ No



		6. The change is performed under a quality management system approved by a notified body (e.g., according to modules CH1, SH1, CD, SD). For other modules (e.g., CF, SF) it shall be justified that the verification performed remains valid[footnoteRef:8] [8:  All activities required for a modification which are performed outside a quality management system approved by a notified body might require additional examinations or tests by the notified body.] 


		☐ Yes

☐ No



		7. The individual configuration management defines a ‘system identifier’ (as defined in 7.2.1a.1.11) and the functional part has not been changed after the change.

		☐ Yes

☐ No



		8. The change shall be part of the configuration management required by Article 5 of Regulation (EU) 2018/545.

		☐ Yes

☐ No





I.4.3. Conditions for a change in the on-board mobile communications functions (EDOR and/or cab radio) not impacting basic design characteristics

CCS TSI 7.2.1a.3. Conditions for a change in the on-board mobile communication

functions for railways that does not impact the basic design characteristics

		Conditions for a change in the on-board mobile communication functions

 for railways that does not impact the basic design characteristics

		Condition fulfilled?



		The target functionality[footnoteRef:9] remains unchanged or is set to the state already expected during the original certification or authorisation. [9:  Target functionality refers to the mobile communication functionality that has been evaluated in the subsystem EC certificate. The Technical Opinions published by the Agency that correct errors in the TSI are considered to define the functionality state already expected during the original certification or authorisation.] 


		☐ Yes

☐ No



		2. The interfaces relevant for technical compatibility remain unchanged or are set to the state already expected during the original certification or authorisation

		☐ Yes

☐ No



		3. The change is performed under a quality management system approved by a notified body (e.g., according to modules CH1, SH1, CD, SD). For other modules (e.g., CF, SF) it shall be justified that the verification performed remains valid [footnoteRef:10] [10:  All activities required for a modification which are performed outside a quality management system approved by a notified body might require additional examinations or tests by the notified body.] 


		☐ Yes

☐ No



		4. The change shall be part of the configuration management required by Article 5 of the Regulation (EU) 2018/545.

		☐ Yes

☐ No
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Paziņojumam izvērtējamie aspekti.docx
Paziņojumam izvērtējamie aspekti, kā norādīts Komisijas Īstenošanas regulas (ES) 2018/545 16. panta 4. punktā

1. Izmaiņu rīkotājs norādījis pareizu SITS un citus piemērojamos Savienības tiesību aktus

2. Izvēlētajām atbilstības izvērtēšanas struktūrām attiecīgā gadījumā ir atbilstoša akreditācija vai atzīšana.

3. SITS nepiemērošana saskaņā ar Direktīvas (ES) 2016/797 7. panta noteikumiem:

3.1. Spēkā esamība (termiņš un izmantošanas telpa);

3.2. Piemērojams riteklim(-ļiem); un

3.3. Atbilst apzinātajiem un piemērotajiem noteikumiem.

4. Prasību fiksēšanai izmantotā metodika

4.1. Vai prasību fiksēšanai izmantotā metodika ir piemērota šādos aspektos:

(a) Vai izmantota standartizēta/atzīta metodika?; un

(b) Vai metode ir paredzēta un derīga pamatprasībām, kam tā izmantota?

4.2. Ja ne, pārbauda šādus aspektus nolūkā izvērtēt, vai metodika ļāvusi tos pietiekami ņemt vērā un izskatīt:

(a) Piemērotās neatkarīgās izvērtēšanas apmērs.

(b) Sistēmas definēšana.

(c) Apdraudējuma apzināšana un klasificēšana.

(d) Riska pieņemšanas principi.

(e) Riska noteikšana.

(f) Konstatētās prasības.

(g) Pierādījumi par atbilstību prasībām.

(h) Apdraudējuma pārvaldība (žurnāls).

5. Pietiekami pierādījumi, ko dod prasību fiksēšanai izmantotā metodika:

5.1. Ja kā metodika prasību fiksēšanai izmantots Regulas (ES) 402/2013 I pielikumā izklāstītais riska pārvaldības process, pārbauda šādus aspektus:

(a) Kopīgā drošības metode riska novērtēšanai, priekšlikuma iesniedzēja deklarācija (izmaiņu rīkotāja; Regulas (ES) 402/2013 16. pants) ir priekšlikuma iesniedzēja parakstīta un apliecina, ka visi apzinātie apdraudējumi un ar tiem saistītie riski tiek pārvaldīti pieņemamā līmenī

(b) CSM riska novērtēšanai, novērtējuma ziņojums (Regulas (ES) 402/2013 15. pants) pamato priekšlikuma iesniedzēja (izmaiņu rīkotāja) deklarāciju konkrētajai darbības jomai saskaņā ar 13. pantu.

5.2. Ja prasību fiksēšanai izmantota cita metodika, nevis Regulas (ES) 402/2013 I pielikumā izklāstītais riska pārvaldības process, pārbauda šādus aspektus:

(a) Sistēmas definēšana ir pabeigta un atbilst ritekļa konstrukcijai?

(b) Apdraudējuma apzināšana un klasificēšana ir konsekventa un ticama?

(c) Visi riski ir pienācīgi pārvaldīti un mazināti?

(d) Vai no riska pārvaldības izrietošās prasības pienācīgi norāda uz risku un pierādījumiem par atbilstību prasībām?

(e) Apdraudējumi pārvaldīti strukturēti un konsekventi procesa gaitā?

(f) Vai neatkarīgā izvērtēšanā gūts pozitīvs atzinums (attiecīgā gadījumā)?

6. EK verifikācijas deklarāciju un EK sertifikātu (Direktīvas (ES) 2016/797 15. pants) pārbaude:

6.1. Paraksti.

6.2. Derīgums.

6.3. Darbības joma.

6.4. Izmantošanas nosacījumi un citi ierobežojumi, neatbilstības

6.5. SITS nepiemērošana (attiecīgā gadījumā).

6.6. Aptverti visi piemērojamie tiesību akti, tostarp citi tiesību akti, kas nav saistīti ar dzelzceļu.

6.7. Savstarpējas izmantojamības komponenti (derīgums, darbības joma, ritekļa izmantošanas nosacījumi un citi ierobežojumi):

(a) EK atbilstības sertifikāti.

(b) EK sertifikāti par piemērotību lietošanai.

7. Atbilstības izvērtēšanas struktūru ziņojumu (Direktīvas (ES) 2016/797 15. pants) pārbaude:

7.1. Atbilstība ar EK verifikācijas deklarācijām un EK sertifikātiem.

7.2. Aptverti visi piemērojamie noteikumi.

7.3. Novirzes un neatbilstības (attiecīgā gadījumā) ir apzinātas un saskan ar pieprasījumiem par nepiemērošanu.

7.4. Izmantoto moduļu apvienojums ir atļauts.

7.5. Izmantošanas nosacījumi un citi ierobežojumi ir pienācīgi apzināti un atbilst paziņojumā norādītajiem nosacījumiem

7.6. Atbilstības izvērtēšanas struktūru izmantotie apliecinošie pierādījumi atbilst attiecīgajiem SITS aprakstītajiem izvērtēšanas posmiem (projekta pārskats, tipa tests u. c.).

8. Par izmantošanas telpu atbildīgās VDI veic paziņojuma analīzes pārbaudi attiecībā uz parametriem, kas saistīti ar valsts noteikumiem:

8.1. Izmantošanas telpa attiecīgajā dalībvalstī ir pareizi norādīta.

8.2. Izmaiņu rīkotājs norādījis pareizus valsts noteikumus un prasības attiecīgajā izmantošanas telpā

8.3. Izvēlētajām atbilstības izvērtēšanas struktūrām attiecīgā gadījumā ir atbilstoša akreditācija vai atzīšana.

8.4. Pietiekami pierādījumi, ko dod prasību fiksēšanai izmantotā metodika, tikai attiecībā uz valsts noteikumiem attiecīgajā izmantošanas telpā (skatīt 5.2. punktu).

8.5. EK verifikācijas deklarācija(-as) un sertifikāti attiecībā uz valsts noteikumiem attiecīgajā izmantošanas telpā (skatīt 6. punktu).

8.6. Atbilstības izvērtēšanas struktūru ziņojumi attiecībā uz valsts noteikumiem attiecīgajā izmantošanas telpā (skatīt 7. punktu).

8.7. Izmantošanas nosacījumi un citi ierobežojumi (skatīt 11. punktu).

8.8. Izmaiņu atbilstība pierādījumiem par prasību fiksēšanas metodikas piemērošanu, izmaiņu rīkotāja deklarācija saistībā ar Direktīvas (ES) 2016/797 21. panta 12. punktā minētajiem kritērijiem un izmaiņu pareizas klasifikācijas pierādījumi (skatīt 12. punktu).

9. Sākotnējās ritekļa atļaujas un ritekļa tipa atļaujas derīgums.
10. Sākotnējās ritekļa atļaujas un ritekļa tipa atļaujas derīgums attiecīgajā izmantošanas telpā.

11. Paziņojumā minētie ritekļa izmantošanas nosacījumi un citi ierobežojumi ir saderīgi ar riteklī ieviestajām izmaiņām, spēkā esošajiem izmantošanas nosacījumiem un citiem ierobežojumiem, EK verifikācijas deklarācijā(-ās) un EK sertifikātā(-os) aprakstītajiem izmantošanas nosacījumiem un citiem ierobežojumiem, kā arī prasību fiksēšanas pierādījumiem.

12. Izmaiņas salīdzinājumā ar atļauto ritekli un ritekļa tipu ir pietiekamā apjomā aprakstītas un atbilst:

12.1. Prasību fiksēšanas metodikas piemērošanas pierādījumiem.

12.2. Izmaiņu rīkotāja deklarācija, ka neiestājas Direktīvas (ES) 2016/797 21. panta 12. punktā noteiktie kritēriji un ka izmaiņu rīkotāja veiktā klasifikācija saskaņā ar Komisijas Īstenošanas regulas (ES) 2018/545 15. panta 1. punkta b) vai c) apakšpunktu ir pareiza.

12.3. Pierādījumiem, ka neiestājas Direktīvas (ES) 2016/797 21. panta 12. punktā noteiktie kritēriji un ka izmaiņu rīkotāja veiktā klasifikācija saskaņā ar Komisijas Īstenošanas regulas (ES) 2018/545 15. panta 1. punkta b) vai c) apakšpunktu ir pareiza.

13. Izmaiņu rīkotājs nav ritekļa tipa atļaujas turētājs.

14. Izmaiņu rīkotāja veiktā klasifikācija saskaņā ar 15. panta 1. punkta b) vai c) apakšpunktu ir pareiza (izmaiņas neizraisa Direktīvas (ES) 2016/797 21. panta 12. punktā minētos kritērijus), un tāpēc nav nepieciešama jauna atļauja, skatīt XVIII pielikuma 1. apakšposma  diagrammu.
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